














SIGNAGE SCHEDULE
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371

FLOOR PLAN FLOOR PLAN

RM. NO. RM. NAME SIGN TYPE SIGN TEXT QTy
AREA 1

] CLASSROOM I (@] 2
102 CLASSROOM I 102 2
103 CLASSROOM I 103 2
|04 CLASSROOM I |04 I
|05 CLASSROOM I |05 2
106 CLASSROOM I 106 2
[o2] CLASSROOM I o1 3
[0 CLASSROOM I [oF] 2
lo CLASSROOM I o 2
[ CLASSROOM I 1] 2
& CLASSROOM I Il 2
AREA 2

19 CLASSROOM I 19 2
120 CLASSROOM I 120 I
12l CLASSROOM I 12l 2
122 CLASSROOM I 122 2
123 CLASSROOM I 123 2
124 CLASSROOM I 123 2

GENERAL INTERIOR SIGNAGE NOTES:

11_011

|. REFER TO FLOOR PLANS ¢ ELEVATIONS FOR LOCATIONS OF ALL
SIEN TYPES.

.In

2. FULL FINISHED SAMPLES OF ALL VINYL MUST BE SUBMITTED FOR
REVIEW & APPROVAL PRIOR TO FABRICATION.

XXX

,‘L,

A3

SIGN TYPE 1

DESCRIPTION: VINYL DIE CUT LETTERS

MATERIAL: 3M SCOTCHCAL - EXTERIOR PREMIUM

MOUNTING: ADHESIVE BACKED VINYL
COLOR: BLACK

HEIGHT: 6"

LETTERSTYLE: AGENCY FB

MATCHLINE AREA 1
MATCHLINE AREA 2
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(2I TBI (2I TBI
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CLA

ASSROOM

(2I TBI (2I B

CLASSROOM

SPECIALTIES SCHEDULE

NOTE:

PAINT CMU AT WINDOW
OPENING, AS REQUIRED,
DUE TO WINDOW
REPLACEMENT,

TYP OF ALL WINDOWS.

11_011

CODE DESCRIPTION MANUFACTURER PRODUCT NO. DIMENSIONS FINISH
DIVISION 10 - VISUAL DISPLAY BOARDS
TBI TACKBOARD - VINYL ON CORK ON 1/2" DURACORE CLARIDGE SERIES 4 5-0"H X 3-6"W | SATIN ANODIZED ALUM. WITH FABRICORK #KI412 ANCESTRAL

PAINT:

ME. SHERWIN WILLIAMS
1036 ACCESSIBLE
BEIGE.

3/4”

NOTES: | TACKBOARDS WILL BE MOUNTED OVER WINDOW SYSTEM. REFER TO WINDOW DETAILS.

REFER TO SPECIFICATIONS FOR ADDITIONAL INFORMATION ON ALL ITEMS LISTED.
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MATCHLINE AREA 1
MATCHLINE AREA 2

FLOOR PLAN

SCALE: 1/8" = 1'=0"

|. FLOOR PLAN GENERAL NOTES
APPLY TO ALL FLOOR PLAN SHEETS

2. DIMENSIONS FOR DOOR AND
WINDOW OPENINGS ARE SHOWN
NOMINAL.

ALLOW FOR 3/8-INCH SHIMMING AND
SEALANT OF EXTERIOR FRAMES.

3. ALL DIMENSIONS ARE ACTUAL AND
ARE TO FACE OF GIB, FACE OF
CONCRETE WALLS, FACE OF CMU
WALLS, FACE OF FRAMES, OR
CENTERLINE OF COLUMNS UNLESS
NOTED OTHERWISE.

4. ALL INTERIOR CMU WALLS SHALL
BE &-INCHES NOMINAL THICKNESS
UNLESS NOTED OTHERWISE.

5. EXTEND FURRING CHANNELS AND
GYPSUM BOARD UP 4-INCHES ABOVE
FINISHED CEILING.

6. SCRIBE 6YPSUM BOARD OF
WALLS AND PARTITIONS TO
IRREGULARITIES OF DECK ABOVE.
SEAL TIGHTLY AROUND ANY
PENETRATIONS.

1. LOCATE 6YPSUM WALLBOARD
CONTROL JOINTS AS OUTLINED IN THE
SPECIFICATIONS AND/OR AS SHOWN
ON THE DRAWINGS.

8. FURNISH AND INSTALL 2X5
CONTINUOUS WOOD BLOCKING IN STUD
PARTITIONS FOR ANCHORAGE OF
WALL ATTACHED ITEMS, INCLUDING
BUT NOT LIMITED TO THE FOLLOWING:
GRAB BARS, VANITY UNITS, TOILET
ACCESSORIES, HANDRAIL BRACKETS,
WALL CABINETS, WALL MOUNTED
FIXTURES, MARKER BOARDS, TACK
BOARDS, AND ETC.

9. ALL WALLS TO EXTEND TO
UNDERSIDE OF DECK UNLESS NOTED
OTHERWISE. RE: WALL TYPES.

|0. PROVISIONS SHALL BE MADE AT
ALL FULL HEIGHT NON-BEARING
WALLS FOR 1/2" VERTICAL MOVEMENT
OF THE BUILDING STRUCTURE WITHOUT
THE TRANSFER OF COMPRESSIVE
LOADS TO WALL., FILL
IRREGULARITIES BETWEEN TOP OF
WALL AND DECK ABOVE WITH
MINERAL WOOL. OPENINGS IN
PARTITIONS AT STRUCTURAL
MEMBERS SHALL BE CONSTRUCTED
TO WITHIN I-INCH OF THE STRUCTURAL
MEMBER. INFILL VOIDS BETIWEEN THE
PARTITION AND STRUCTURAL
MEMBERS WITH MINERAL WOOL.

Il. SEAL AROUND THE INTERIOR OF
ALL EXTERIOR ALUMINUM FRAMES AT
ALL JAMBS, SILLS, AND HEAD
CONDITIONS.

|2. SEE STRUCTURAL DRAWINGS FOR
BRACING OF NON-LOAD BEARING
MASONRY'.

13. MASONRY CONTROL JOINTS SHALL
BE LOCATED WHERE LARGE PLUMBING
VENTS OR RISERS OCCUR IN SINGLE
WYTHE MASONRY WALLS, AND WHERE
MASONRY WALLS BEARING ON THE
CONCRETE SLAB ABUT MASONRY
WALLS BEARING ON THE CONCRETE
FOOTINGS.

14. FURNISH AND INSTALL RESILIENT
BASE AROUND CASEWORK AND
MILLHWORK.

15. COORDINATE ALL MECHANICAL
CHASE SIZES WITH MECHANICAL
SUBCONTRACTOR.

|6. COORDINATE SIZES AND
LOCATIONS OF 4-INCH HIGH
CONCRETE HOUSEKEEPING PADS WITH
MECHANICAL AND ELECTRICAL
EQUIPMENT SUPPLIERS.

7. FOR ALL METAL STUD WALL
HEIGHTS AND GAUGES REFER TO
CHART IN SPECIFICATION. ALL STUDS
SPACED AT 16" 0.C. UNO.

1&. ALL METAL STUDS AT WALLS WITH
CERAMIC TILE SHALL BE MINIMUM OF
20 GAUGE AND HAVE BRIDGING
INSTALLED. WALL SHALL NOT FLEX
ENOUGH TO CRACK GROUT. IF
NECESSARY, PROVIDE 6B
E\I;IEI‘_EHING ON BACK SIDE OF CHASE

9. ALL 5TOOPS SHALL SLOPE DOWN
|/2-INCH FROM BUILDING PERIMETER
TO LEADING EDGE OF STOOP.

20. ALL FLOOR SLABS SHOWN TO
DRAIN SHALL HAVE A 2-PERCENT
MAXIMUM SLOPE UNLESS NOTED
OTHERWISE. IF A FLOOR DOES NOT
CALL FOR A SLOPE IT SHALL REMAIN
FLAT AND |F NOTED TO MEET
SPECIFICATIONS FOR FLATNESS, THE
FLOOR SHALL MEET THOSE
GUIDELINES.

2|. ALL GOLD FORMED METAL
FRAMING NOT SPECIFICALLY SIZED
SHALL BE 16 GAUGE MINIMUM AT
|6-INCHES OC.

22. ALL COLD FORMED METAL
FRAMING SHALL BE BRACED IN BOTH
PLANES. IF NO SHEATHING |5
SPECIFIED, PROVIDE V-BAR BRACING
OR BRIDGING AT 24-INCHES OC, OR
AS RECOMMENDED BY FRAMING
MANUFACTURER.

23. ALL PLYWOOD AND BLOCKING TO
BE FIRE RETARDANT TREATED
THROUGHOUT PROJECT.

24. EXISTING CONSTRUCTION SHOWN
SHADED FOR CLARITY. REFER TO
ALL SHEETS IN SET FOR WORK THAT
MAY BE REQUIRED IN AREAS OF THE
EXISTING BUILDING.

25. CONTRACTOR TO PROVIDE
FIREBLOCKING AT OPENINGS AROUND
VENTS, PIPES, AND DUCTS THROUGH
THE SECOND LEVEL FLOOR AS
REQUIRED BY SECTION 11825 OF THE
2015 IBC. CONTRACTOR OPTION TO
PROVIDE CONCRETE, STEEL FRAMING,
REINFORCEMENT AND ACCESSORIES
AS REQUIRED TO SUPPORT CONCRETE
OR OTHER APPROVED ASSEMBLY TO
MEET CODE. CONTRACTOR TO SUBMIT
PROPOSED FIREBLOCKING SYSTEM
TO ARCHITECT AND FIRE MARSHAL
FOR APPROVAL.

26. RETURN MASONRY VENEER AT
ALL JAMBS FOR WINDOWS, DOORS,
AND VERTICAL EIFS/METAL PANEL TO
YENEER JOINTS. UNLESS OTHERWISE
DETAILED OR NOTED.

27. PROVIDE METAL STRAPPING AT
24" 0.C. TO CONTAIN BATT
I/I:IZIII_II—_'gTION AT ALL UNFINISHED STUD

28. GWB SHALL EXTEND TO DECK IF
ROOM 15 DESIGNATED AS "OPEN" TO
STRUCTURE. RE: RCP

29. AT ALL INTERIOR WALLS WHERE
ENWB |5 TO BE INSTALLED, UTILIZE 5/8&"
HIGH IMPACT GWB TO 8&'-0" AFF
UNLESS NOTED OTHERWISE.
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N OTES SPACING SHALL BE &'-0" ON CENTER
s 2. PROVIDE PIPE STRAP AND SPACER e S a C r O u
L ACCESSORY AS REQUIRED . .

[ 7] SHADING INDICATES TAPERED __———STRAINER (SHOWN NOT INSTALLED FOR

" 34 GENERAL ROOF PLAN [‘%Eé’ PIPE SIZES LARGER THAN 2", MAX

3. FOR PIPE SIZES LESS THAN 2" MAX .
: gg'jgg: LTEZEEEODF%H—S;F'&O Eosgi - SPACING SHALL BE 5-0" ON CENTER ISOLATING PAD "2%' EXISTING SOIL STACK P T G o o LAMPING RIN (%C;ﬁfqm architecture. interiors
c 6 RING (SHOWN NOT
o OF SLOPE TO ROOF DRAINS. NAILER STRIP 246A GALV CAP SECURED W/ 25 NUT & LOCK WASHER SECURING INSTALLED FOR CLARITY)
2. COORDINATE SIZE AND LOCATION OF EXISTING GAS PIPING. PAINT 22 6A GALY COUNTERFLASHING BY { SEALANT PER ROOFING NEOPRENE HEAD SCREWS @ 24" 0.C. CLAMPING RING AGAINST FLASHING 8091 N. Owasso Expressway
ROOF PENETRATIONS WITH MECHANICAL, ' MECH CONTRACTOR. JOINTS AND 1 o MANIFACTURER MEVERAE SE%RRE MZQ’@E%’Q’E?JSE?EEE 1ah
- ELECTRICAL AND PLUMBING. ROLLER BEARING BLOCK CORNERS TO BE SOLDERED WATERTIGHT = ADWSTABLE METAL STRAP /_ IBOA BT SO AN BAoE e Y| Owasso, Oklahoma 74055
EXTEND ROOF MEMBRANE UP N C. SEALING MASTIC PER PV ROOE SYSTEM AS
3. SEE STRUCTURAL FOR FRAMING AROUND PIFE STAND (MIRO MODEL AND UNDER COUNTERFLASHING 5 1 i ROOF MANUFACTURER hone: 918.272.2622
ROOF PENETRATIONS. - 3-R-2 SHOWN) CANT STRIP o SEALING MASTIC PER ROOFING _ \ BASE FLASHING o ; / SPECIFIED phone: 918.272.
¢ MANUFACTURER Z i : -
‘ 4. SEE MECHANICAL, ELECTRICAL AND SUPPORT PAD CONTINUOUS WELD PER 3 = > FIBER CANT STRIP APERED INSULATION m web: stacy-group.com
H % PVC ROUND SPLIT PIPE BOOT FLASHING —= CAP SHEET TAPERED INSLATIO BE |
© PLUMBING FOR OPENINGS NOT SHOWN ON 24" 50, ROOF MANFACTURER DETAILS H 5 Y S TO DRAIN - ‘/
e 5 ROOF WORK AND SHEET METAL ITEMS MEMBRANE LAYER ON RIGID INSULATION MANFACTURER DETAILﬁW VETAL DECK ON STRUCTURE SEALING MASTIC
: (HEAT WELD TO L - EXISTING ROOF DECK
- NOT DETAILED SPECIFICALLY SHALL BE ROOF MEMBRANE) METAL DECK ON ———— [\ ] N ROOF AS SPECIFIED —F B /
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COORDINATE SPANDREL
PANEL LOCATIONS WITH

@ INTERIOR WALLS @

EXTERIOR FINISH SCHEDULE

MARK  MATERIAL MFER. STYLE/FINISH COLOR REMARKS
A ALUMINUM DOOR KAWNEER BLACK ANODIZED
AS [ ALUMINUM STOREFRONT EFCO SERIES 403 BLACK ANODIZED | EXTERIOR GLAZED
CRI | CRIMPED EDGE MATCH EXISTING METAL PANEL
CR2 | CRIMPED EDGE MATCH EXISTING INSULATED METAL PANEL
LT LIGHT SALVAGE AND REINSTALL
MCl | PREFINISHED METAL COPING MATCH EXISTING METAL PANEL

S61-562 | SIGNAGE SIGNAGE NUMBER TO MATCH INTERIOR CLASSROOM NUMBER
5P SPANDREL PANEL WARM GREY

0

EXTERIOR ELEVATION

SCALE: 1/8" = 1'-0"

)

—

SCALE: 1/8" = 1'-0"

D& @EXTERIOR ELEVATION

EXTERIOR ELEVATION

SCALE: 1/8" = 1'-0"

@)

EXTERIOR ELEVATION

SCALE: 1/8" = 1'-0"

~ ~
~ ~

> >
/ /!C—; / /CL

EXTERIOR ELEVATION

SCALE: 1/8" = 1'-0"
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EXISTING CONDITION NOTES:

A.  ALL MECHANICAL EQUIPMENT AND INSTALLATIONS SHALL CONFORM WITH THE
REQUIREMENTS OF THE 2018 INTERNATIONAL MECHANICAL, FUEL-GAS, PLUMBING
AND BUILDING CODES, THE CURRENT NATIONAL ELECTRIC CODE, NFPA 90A,

96, 101, UNDERWRITERS LABORATORIES (OR ETL) AND ALL OTHER APPLICABLE
LOCAL CODES AND ORDINANCES. IN CASE OF CONFLICT BETWEEN THE CONTRACT
DOCUMENTS AND A GOVERNING CODE OR ORDINANCE THE MORE STRINGENT
STANDARD SHALL APPLY.

B. PRIOR TO PURCHASING ANY MATERIALS OR STARTING ANY WORK, CONTRACTOR
SHALL FIELD VERIFY ALL EXISTING CONDITIONS, DUCTWORK SIZES AND
LOCATIONS, EQUIPMENT, ETC. SHOWN ON THE DRAWINGS OR AFFECTING THIS
WORK AND SHALL REPORT ANY DEVIATIONS TO THE ENGINEER. CONTRACTOR
SHALL COORDINATE THE INSTALLATION OF NEW EQUIPMENT (PIPE SUPPORTS,
ROOF CAPS, ETC.) WITH THE ROOFING INSTALLATION. COORDINATE THE
REQUIREMENTS SHOWN ON THESE DOCUMENTS WITH ALL OTHER TRADES TO
DETERMINE EXACT LOCATIONS OF EVERYTHING SHOWN.

C. LOCATIONS OF ALL EXISTING DEMICES ARE APPROXIMATE AND ARE BASED
ON SITE SURVEY, EXISTING DRAWINGS WHERE AVAILABLE AND OTHER

INFORMATION PROVIDED BY OWNER. ANY DISCREPANCIES FOUND SHOULD BE
NOTED ON THE RECORD DRAWINGS.

D. ALL EXISTING SERVICES (GAS, ELECTRICAL, WATER, ETC.) SHALL BE
RECONNECTED AS REQUIRED. DISCONNECT AND RECONNECTION OF SERVICES
TO UNITS AND THE ASSOCIATED DOWNTIME OF THOSE UNITS SHOULD BE
COORDINATED WITH THE OWNER.

E. CONTRACTOR SHALL REMOVE AND REPLACE ALL WOOD PIPING ROOF SUPPORTS
AT GAS AND CONDENSATE PIPING WITH NEW PIPING SUPPORTS PER DETAIL
THIS SHEET.

F. REMOVE/REPLACE EXISTING CONDENSATE PIPING AS REQUIRED TO PROVIDE
PROPER SUPPORT AND ROUTING TO NEAREST EXISTING ROOF DRAIN

PECIFIC MECHANICAL /PLUMBI MOLITI

1. REMOVE EXISTING GAS PIPING SHOWN DASHED.

2. REMOVE VERTICAL GAS PIPING EXTENDING DOWN INTO BUILDING AND SEAL
OPENING AS DIRECTED BY ARCHITECT.

3. REMOVE EXISTING FLUE VENT AND SEAL ROOF OPENING.

4. REMOVE EXISTING FAN OR VENTILATOR IN ITS ENTIRETY, INCLUDING CURB.
SEAL ROOF OPENINGS

5. EXISTING 3/4" GAS PIPING (CONTRACTOR TO VERIFY SIZE). REMOVE EXISTING
GAS SUPPORTS AND PROVIDE NEW PER DETAIL A OR B

6. MODIFY ELEVATED GAS PIPING SHOWN DASHED TO LOWER PIPING TO ALLOW
PROPER SUPPORT FROM ROOF

7. REMOVE AND REPLACE CONDENSATE PIPING.
8. REMOVE CAPPED VENT, SEAL ROOF OPENINGS.

9. PROVIDE NEW REPLACEMENT ROOF DRAIN COVER AND PROPERLY FASTEN TO
EXISTING ROOF DRAIN. PROVIDE NEW FLASHING CLAMP IF REQUIRED. VERIFY SIZE.
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RECEPTACLE, DUPLEX OUTLET NEMA 5-20R, 18" AFF TO CENTER OF DEVICE UON

TWO DUPLEX RECEPTACLE, DUPLEX OUTLET NEMA 5-20R,

RECEPTACLE, SINGLE 208 VOLT AT 18" AFF TO CENTER OF DEVICE UON.

RECEPTACLE, DUPLEX, "Y" DENOTES MOUNTING HEIGHT AFF TO CENTER OF DEVICE UON.
COUNTER HEIGHT RECEPTACLE. MOUNT 44" AFF TO CENTER OF DEVICE OR 4" ABOVE BACKSPLASH.
RECEPTACLE, SPECIAL PURPOSE, MOUNTED 18" AFF TO CENTER OF DEVICE UON.

FLOOR BOX POWER, TWO DUPLEX RECEPTACLES WITH USB, DUPLEX OUTLET NEMA 5-20R,
JUNCTION BOX

DISCONNECT SWITCH

MOTOR STARTER OR LIGHTING CONTACTOR, SURFACE MOUNTED

COMBINATION MOTOR STARTER, AND DISCONNECT SWITCH, SURFACE MOUNTED
PANELBOARD, SURFACE MOUNTED, 208V, 3¢

PANELBOARD, SURFACE MOUNTED, 480V, 3¢
DISTRIBUTION PANELBOARD, SURFACE MOUNTED.
GROUND ROD

GROUND FAULT CIRCUIT INTERRUPTING TYPE RECEPTACLE WITH TEST BUTTON

KEYED NOTE, NUMBER IN POSITION "Y" MATCHES NOTE NUMBER

\
*®%|||‘§ Il IRRODOo®QO ® &0

SWITCH, TOGGLE, WALL MOUNTED (SINGLE POLE SINGLE THROW), MOUNT
48" AFF UON

$u SWITCH, MOTOR RATED, WITH THERMAL OVERLOADS
4 DATA OUTLET, MOUNTED AT 18" AFF TO CENTER OF DEVICE, UON.
2 TWO DATA OUTLETS, MOUNTED AT 18" AFF TO CENTER OF DEVICE, UON.

< TV OUTLET, REFERENCE ARCHITECTURAL ELEVATIONS FOR MOUNTING HEIGHT.
4 CAT 6 CABLE, MOUNTED AT 18"AFF TO CENTER OF DEVICE, UON.
HDMI CABLE, MOUNTED AT 18°AFF TO CENTER OF DEVICE, UON

X
b MOTOR, HORSEPOWER SHOWN IN POSITION *X”

WATT-HOUR METER

WRING AND CONDUIT RUN, CONCEALED IN CEILING OR WALL. HASH
MARKS INDICATE QUANTITY OF CONDUCTORS. NO HASH MARKS INDICATE
TWO CONDUCTORS

PN
,—~_  SAME AS IMMEDIATELY PRECEDING SYMBOL EXCEPT EXPOSED ON
FINISHED SURFACES.

A~ WRING AND CONDUIT RUN, UNDER FLOOR. HASH MARKS INDICATE
QUANTITY OF CONDUCTORS NO HASH MARKS INDICATE TWO CONDUCTORS.

\
/

CONDUIT AND/OR WIRING HOMERUN TO PANEL, TERMINAL BOARD, OR
W-X,Y,Z CONTROLLER. USED WITH THE FOUR PRECEDING SYMBOLS. DESTINATION
EQUIPMENT IDENTIFIER SHOWN IN POSITION "W, CIRCUIT UNDER

SHOWN IN POSITIONS "X”, "Y", AND *Z”.

)

/‘I‘\ CONDUIT AND/OR WIRING WITH GROUNDING CONDUCTOR USED IN
CONJUNCTION WITH PRECEDING SYMBOLS.

A E—_  CIRCUITED TO EMERGENCY POWER PANELBOARD. CIRCUIT SHALL BE
DEDICATED PER NEC.

FIRE DETECTION SYMBOLS LEGEND

[ COMBINATION FIRE ALARM HORN/ADA STROBE
et ADA APPROVED FIRE ALARM STROBE
DOOR HOLDER/CLOSURE. REF DIVISION 08 SPECIFICATIONS.

Q&S DUCT DETECTOR REFERENCE MECHANICAL
PLANS FOR ADDITIONAL INFORMATION.

FIRE ALARM SYSTEM SMOKE DETECTOR— MATCH EXISTING
FIRE ALARM SYSTEM HEAT DETECTOR- MATCH EXISTING

SPECIAL SYSTEMS LEGEND

RECESSED INTERCOM SYSTEM SPEAKER.

CALL SWITCH
OCCUPANCY SENSOR

VACANCY SENSOR
DOOR CONTACTS

SIS NGOG ®)

CARD READER

LIGHTING FIXTURE LEGEND

(x) LED, 2'x4’ RECESSED, "X" DENOTES FIXTURE TYPE.
REFERENCE LIGHT FIXTURE SCHEDULE FOR SPECIFICS.

Oy LED RECESSED/PENDANT/BOLLARD LIGHT FIXTURE, "X" DENOTES FIXTURE TYPE.
REFERENCE LIGHT FIXTURE SCHEDULE FOR SPECIFICS.

— LED RECESSED/SURFACE/PENDANT LINEAR, "X DENOTES FIXTURE TYPE/LENGTH.
REFERENCE LIGHT FIXTURE SCHEDULE FOR SPECIFICS.

X LED LIGHTING FIXTURE, "X” DENOTES FIXTURE TYPE.
— REFERENCE LIGHT FIXTURE SCHEDULE FOR SPECIFICS.
X LED RECESSED CHANNEL LIGHTING FIXTURE, "X” DENOTES FIXTURE TYPE.
REFERENCE LIGHT FIXTURE SCHEDULE FOR SPECIFICS.
® LIGHTED EXIT SIGN, SINGLE FACE, RECESSED MOUNT, ARROW DENOTES
DIRECTION OF EGRESS, NO ARROW DENOTES NO EGRESS DIRECTION
r 8) LIGHTED EXIT SION, SINGLE FACE, RECESSED MOUNT, ARROW DENOTES
DIRECTION OF EGRESS, NO ARROW DENOTES NO EGRESS DIRECTION
r 8 | LIGHTED EXIT SIGN, DOUBLE FACE, ARROWS DENOTE DIRECTION OF
EGRESS.

DEVICE MOUNTING HEIGHTS:

THE FOLLOWING GIVES MOUNTING HEIGHTS AFF TO BOTTOM OF DEVICES:

1. GENERAL LIGHT SWITCHES: 48"
2. CLASSROOM LIGHT SWITCHES: 48"
3. GENERAL RECEPTACLES: 16
4, TELEPHONE RECEPTACLES: 16
5. INTERCOM CALL BACKS: 54"
6. FIRE ALARM PULL BOXES: 48"
7. FIRE ALARM HORNS AND STROBES: 92"

THE FOLLOWING GIVES MOUNTING HEIGHTS AFF TO TOP OF DEMCES:
1. CLOCKS IN GROUP AREAS AND CORRIDORS: 120"
2. CLOCKS IN ALL CLASSROOMS: 96"

THE FOLLOWING GIVES MOUNTING HEIGHTS AFF TO TOP OF DEMCES:

1. PANELBOARDS: 78"
2. SAFETY SWITCHES: 72"
3. MOTOR STARTERS: 72"
4. FIRE ALARM ANNUNCIATOR PANEL 56"

LOW VOLTAGE SYSTEM REQUIREMENTS:

CONTRACTOR IS RESPONSIBLE FOR PROVIDING AND INSTALLING ALL LINE VOLTAGE POWER
REQUIREMENTS AND LOW VOLTAGE ROUGH-IN REQUIREMENTS TO SUPPORT CONTROLLED ACCESS,
VIDEO SURVEILLANCE, INTRUSION DETECTION SYSTEM CLOCK SYSTEM, INTERCOM SYSTEM,

FIRE ALARM, AND SOUND SYSTEMS BASED ON OWNER PROVIDED SHOP DRAWINGS. ALL WORK FOR
THESE SYSTEMS SHALL BE CAREFULLY COORDINATED AGAINST APPROVED, OWNER PROVIDED
SHOP DRAWINGS.

INTERCOM /BELL /SYSTEM REQUIREMENTS:

PROVIDE DISCONNECT/ RECONNECT OF DEVICES DURING RENOVATION. NEW DEVICES ADDED TO
THE EXISTING BUILDING INTERCOM/BELL SYSTEM SHALL BE COMPATIBLE WITH AND AN EXTENSION
OF THE EXISTING DISTRICT WIDE SOLUTION SOFTWARE FOR INTERCOM AS WELL AS DISTRICT

WIDE PAGING, DISTRICT WIDE BELLS AND DISTRICT WIDE EMERGENCY NOTIFICATION. INSTALL

ALL CONDUITS, CABLING, AND CIRCUITS AS REQUIRED TO PROVIDE A COMPLETE AND WORKING
SYSTEM. VERIFY EXACT ELECTRICAL REQUIREMENTS WITH INTERCOM MANUFACTURER.

FIRE ALARM SYSTEM REQUIREMENTS:

E.C. SHALL DISCONNECT/RECONNECT ALL DEVICES, CABLING, AND CONDUITS AS REQUIRED
FOR RENOVATION. REGARDLESS OF QUANTITIES INDICATED ON PLANS, E.C. SHALL PROVIDE
DEVICES IN QUANTITIES AS REQUIRED TO COMPLY WITH ALL APPLICABLE CODES AND
REQUIREMENTS OF ALL AUTHORITIES HAVING JURISDICTION. ARCHITECT AND ENGINEER TO
CONFIRM FINAL DEVICE LOCATIONS WILL NOT BE IN CONFLICT WMITH ANY ARCHITECTURAL
FEATURES, INCLUDING BUT NOT LIMITED TO WALL GRAPHICS, SPECIAL WALL/CEILING FINISHES,
AND ACOUSTIC PANELS.

ABBREVIATIONS

AC
AFF
AHU
AIC
AWG
A/R
BLDG

CB
CKT
CL
co
DC
DIMM
DS
EMT
EWC
FCU
GFCl
GND
GRC
HZ
KV
KVA
KWH

L-N
MFR
MIN
MTD
NEUT
NIC
N.O.
OH

PE

PH
MTG

N.C.
NEC
NEMA

PNL
PVC
REQ'D
RM
SPACE
SPARE
SPECS
TLCS

uL
UON

VA

w/

AMPERES OR TRIP AMPERES
ALTERNATING CURRENT
ABOVE FINISHED FLOOR

AIR HANDLING UNIT

SYMMETRICAL AMPS INTERRUPTING CAPACITY

AMERICAN WIRE GAGE
AS REQUIRED

BUILDING

CONDUIT

CIRCUIT BREAKER
CIRCUIT

CURRENT LIMITING
CONDUIT ONLY

DIRECT CURRENT
DIMMER

DISCONNECT SWITCH
ELECTRICAL METAL TUBING
ELECTRIC WATER COOLER
FAN COIL UNIT
GROUND FAULT CIRCUIT INTERRUPTER
GROUND

RIGID STEEL CONDUIT
HERTZ KILOVOLTS
KILOVOLTS

KILOVOLT AMPERES
KILOWATT HOURS

LINE TO LINE

LINE TO NEUTRAL
MANUFACTURER
MINIMUM

MOUNTED

NEUTRAL

NOT IN THIS CONTRACT
NORMALLY OPEN
OVERHEAD

POLE

PHOTOELECTRIC CELL

PHASE
MOUNTING

NORMALLY CLOSED
NATIONAL ELECTRICAL CODE

NATIONAL ELECTRICAL MANUFACTURERS
ASSOCIATION

PANELBOARD

POLYVINYL CHLORIDE

REQUIRED

ROOM

SPACE(S) ONLY (NO BREAKER OR DEVICE)
SPARE BREAKER OR DEVICE

CONTRACT SPECIFICATIONS

STAGE DIMMING RACK/THEATRICAL
LIGHTING CONTROL SYSTEM

TELEPHONE TERMINAL BOARD
UNDERWRITERS LABORATORIES
UNLESS OTHERWISE NOTED
VOLTS

VOLT AMPERES

WATTS

WITH

WEATHERPROOF

PHASE

INDICATES HEIGHT OF ITEM

GENERAL NOTES:

APPLICABLE TO ALL ELECTRICAL SHEETS

10.

"
12.

13.
14.

18.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

FIRE STOP SHALL BE PROVIDED AT ALL LOCATIONS WHERE ELECTRICAL EQUIPMENT OR SYSTEMS PENETRATE FIRE RATED WALLS.
SEE ARCHITECTURAL PLANS FOR RATED WALL LOCATIONS.

CONTROL WIRING TO MECHANICAL EQUIPMENT IS NOT SHOWN ON THESE SHEETS.

ONE-LINE DIAGRAMS ARE MEANT TO SHOW ONLY ELECTRICAL RELATIONSHIPS AND THEREFORE MAY NOT INCLUDE ALL REQUIRED
EQUIPMENT, DEVICES AND ACCESSORIES.

FOR ACTUAL LOCATIONS OF CEILING MOUNTED FIXTURES AND EQUIPMENT SEE ARCHITECTURAL REFLECTED CEILING PLANS.

ALL ELECTRICAL WORK SHALL COMPLY WITH ALL LOCAL, STATE, AND FEDERAL CODES, PARTICULARLY THE NATIONAL ELECTRICAL
CODE (NFPA 70-2017). ALL INSTALLATIONS SHALL COMPLY WITH THE MOST RECENT NEIS STANDARDS PUBLISHED BY THE NATIONAL
ELECTRICAL CONTRACTORS ASSOCIATION (NECA).

DIVISION 26 CONTRACTOR SHALL COORDINATE REQUIREMENTS OF ALL EQUIPMENT PROVIDED BY OTHER TRADES PRIOR TO ROUGH-IN.

SWITCHGEAR, SWITCHBOARDS AND PANEL BOARDS SHALL BE CONSTRUCTED AND ASSEMBLED BY THE SAME MANUFACTURER THAT
PRODUCES THE PROTECTIVE DEVICES HOUSED IN THE COMPLETE LINE-UP, HOUSING, OR ENCLOSURE.

COORDINATE ALL LIGHT FIXTURE MOUNTING REQUIREMENTS WITH ARCHITECT PRIOR TO RELEASE OF FIXTURES.

DO NOT SCALE DRAWINGS. IF EXACT LOCATION OF EQUIPMENT CANNOT BE DETERMINED, CONTACT THE ARCHITECT/ENGINEER FOR
DIRECTION.

ALL SIZES ARE BASED ON COPPER CONDUCTORS. SIZES SHALL NOT BE LESS THAN INDICATED. BRANCH-CIRCUIT CONDUCTORS
SHALL NOT BE SMALLER THAN NO. 12 AWG. FOR BRANCH CIRCUITS OF 120 VOLTS OR MORE. CIRCUITS MORE THAN 100 FEET
LONG SHALL NOT BE SMALLER THAN NO. 10 AWG. CIRCUITS MORE THAN 200 FT LONG, FROM PANEL TO DEVICE, SHALL NOT BE
SMALLER THAN NO. 8 AWG.

ALL LIGHTING CIRCUITS SHALL HAVE A SEPARATE INSULATED GROUNDING CONDUCTOR INSTALLED WITHIN EACH CONDUIT.

ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING ALL CABLE RUNS IN STRICT COMPLIANCE WITH PRYOR
PUBLIC SCHOOLS STANDARDS.

ELECTRICAL CONTRACTOR SHALL NOT SHARE NEUTRALS, UNLESS SPECIFICALLY NOTED OTHERWISE.

ELECTRICAL RACEWAY SYSTEMS SHALL NOT BE SUPPORTED BY THE CEILING GRID OR ANY PART OF THE CEILING GRID SUPPORT
SYSTEM. RACEWAYS SHALL BE INSTALLED CLOSE TO STRUCTURE ABOVE IN A MANNER TO MAXIMIZE WORKING SPACE ABOVE
ACCESSIBLE CEILINGS.

ALL EXTERIOR LIGHTING SHALL BE CIRCUITED WITH #10 AWG MINIMUM.

ALL INTERIOR AND EXTERIOR WALL-MOUNTED DEVICES AND LIGHTS SHALL BE SET PLUMB, LEVEL, AND SQUARE. ALL DEVICE

TRIM AND/OR FINISHED COVERS SHALL BE SET SNUG TO WALL SURFACES ON ALL SIDES, AND SEALED CONTINUOUSLY AROUND
PERIMETER. ALL EXTERIOR ITEMS SHALL BE NEATLY SEALED AGAINST WATER INFILTRATION.

THE MINIMUM SIZE SWITCH, RECEPTACLE, AND OTHER TYPE DEVICE PLATE SHALL BE "JUMBQ" SIZE AT ALL MASONRY AND
CONCRETE CONDITIONS. ALL OTHER SWITCH RECEPTACLE, PHONE JACK, DATA CABLE, CATV OUTLETS, BLANKS, AND OTHER TYPE
DEVICE PLATES THROUGHOUT THE PROJECT SHALL BE STANDARD SIZE WITH BRUSHED STAINLESS STEEL FINISH.

NO ELECTRICAL DEVICES IN FIRE-RATED OR OTHER PARTITIONS SHALL BE PLACED BACK-TO-BACK WHERE DEVICES SERVE
OPPOSITE SIDES OF THE COMMON PARTITION; DEVICES IN FIRE-RATED PARTITIONS SHALL BE OFFSET A MINIMUM OF 6" FROM
ADJACENT EDGES.

ALL PANELBOARD DESIGNATION LABELS SHALL BE BLACK (OR RED PER CRITERIA) BAKELITE WITH ENGRAVED CARICATURES OF
MINIMUM 3/8" SIZE. ALL PANELBOARD DIRECTORIES SHALL BE NEATLY TYPED AND ORDERLY SHOWING THE CIRCUIT BREAKER
LAYOUT IN THE PANELBOARD. ALL "SPARES™ SHALL BE LEGIBLY IDENTIFIED AND NEATLY TYPED. ALL CIRCUIT BREAKERS SHALL
BE IDENTIFIED WITH THE MANUFACTURER’S STANDARD PRINTED SELF-STICK TAB MARKERS.

LOCATE THE ELECTRIC WATER COOLER RECEPTACLES BELOW UNIT, ACCESSIBLE.

ALL EQUIPMENT SHALL HAVE CONCRETE PADS WHICH SHALL BE SET LEVEL WITH THEIR TOP ELEVATION NOT LESS THAN 3§
ABOVE SURROUNDING FINISHED FLOOR OR GRADE. ALL CORNERS SHALL HAVE ONE-INCH CHAMFERED EDGES, AND ALL
EXPOSED—-TO-VIEW SURFACES DRESSED SMOOTH.

CONTRACTOR SHALL PROVIDE ADDITIONAL REQUIRED SUSPENDED SUPPORTS TO PREVENT ABOVE CEILING FLEXIBLE CONDUIT
FROM CONTACTING THE CEILING GRID, FRAMING FINISH MATERIAL, OR TILES.

UNLESS SPECIFICALLY DIMENSIONALLY NOTED OTHERWISE, ALL RECESSED DOWNLIGHTS WITHIN LAY-IN CEILINGS SHALL BE
CENTERED WITHIN THE RESPECTIVE CEILING TILES.

EACH LAY-IN LIGHT FIXTURE SHALL BE ADDITIONALLY SUPPORTED (IN ADDITION TO THE CEILING GRID CORNER WIRES) WITH NOT

LESS THAN TWO (2) GALVANIZED STEEL JACK CHAINS OR RODS OR #10 WIRE, ONE (1) AT EACH OPPOSITE DIAGONAL CORNER
OF EACH FIXTURE, SECURED TO THE STRUCTURE ABOVE THE CEILING.

ALL VERTICAL CONDUIT AND/OR SUPPORTS PENETRATING THROUGH THE ROOF SHALL BE BRACED TO THE ROOF STRUCTURE
HIGH AND LOW TO PREVENT MOVEMENT, WHICH WOULD JEOPARDIZE THE ROOF FLASHING INTEGRITY.

ALL CONDUITS PENETRATING THE PLANE OF THE ROOF SHALL HAVE A MINIMUM OF 1” THICK INSULATION ON ALL PORTIONS
BETWEEN THE UNDERSIDES OF THE ROOF DECK AND FINISHED CEILING LINE TO REDUCE POTENTIAL CONDENSATE DRIPS.

THE USE OF FLEXIBLE METALLIC CONDUIT FOR A "FIXTURE WHIP” FROM A JUNCTION BOX TO EACH LIGHTING FIXTURE SHALL BE
RESTRICTED TO 6 FOOT LENGTH PER NEC SECTION 348.30 A. EXCEPTION No. 3.

E.C. IS RESPONSIBLE FOR INSTALLATION AND FINAL CONNECTION OF ALL ELECTRICAL CONNECTIONS TO DIV. 23 EQUIPMENT
INCLUDING STARTERS, DISCONNECTS AND COMBINATION STARTER/DISCONNECTS PROVIDED BY DIV. 23 CONTRACTOR. COORDINATE
EXACT LOCATION OF ALL DEMICES, INCLUDING EXHAUST FAN SWITCH LOCATIONS AND MOUNTING HEIGHTS PRIOR TO ROUGH-IN.

ALL 90°s IN UNDERGROUND PRIMARY OR SECONDARY FEEDER CONDUITS SHALL BE PVC COATED GALVANIZED RIGID STEEL
LONG—SWEEP TYPE.

PROVIDE AND INSTALL A CEILING MOUNTED DUAL-TYPE ULTRASONIC PASSIVE INFRARED OCCUPANCY SENSOR FOR ACTUATION OF ROOM
LIGHTING IN THE FOLLOWING ROOMS: GANG BATHROOMS, SINGLE—OCCUPANCY BATHROOMS, AND OFFICES.

IN OPEN CEILING AREAS ALL CABLING, INCLUDING LOW VOLTAGE, SHALL BE INSTALL IN CONDUIT. ALL RACEWAY SYSTEMS
SHALL BE INSTALLED AS CLOSE TO STRUCTURE ABOVE AS POSSIBLE. CONDUIT AND ENCLOSURES SHALL NOT BE MOUNTED
LOWER THAN 2" BELOW CEILING JOIST. INSTALL ALL RUNS PARALLEL OR PERPENDICULAR TO BUILDING CONSTRUCTION.

ALL RACEWAY SYSTEMS SHALL BE INSTALLED AS CLOSE TO STRUCTURE ABOVE AS POSSIBLE TO MAXIMIZE WORKING CLEARANCE ABOVE
SUSPENDED CEILINGS. INSTALL ALL RUNS PARALLEL OR PERPENDICULAR TO BUILDING CONSTRUCTION.

THE DATA CABLING/INFRASTRUCTURE SYSTEM SHALL BE PROVIDED BY THE OWNER. E.C. SHALL PROVIDE ALL CONDUITS, CABLE TRAYS,
J—HOOKS, BOXES, AND/OR ACCESSORIES AS REQUIRED TO PROVIDE A COMPLETE RACEWAY SYSTEM FOR ALL DATA OUTLETS INDICATED ON
PLAN SHEETS. CALCULATE RACEWAYS SIZES BASED ON TWO (2) CAT—6E CABLES TO ALL DATA LOCATIONS UNLESS SPECIFICALLY NOTED
OTHERWISE ON PLAN SHEETS. COORDINATE ALL REQUIREMENTS WITH PRYOR PUBLIC SCHOOLS PRIOR TO ROUGH-IN.

COORDINATE EXACT LOCATION AND MOUNTING REQUIREMENTS OF ALL DEVICES WITH ARCHITECTURAL AND/OR MILLWORK ELEVATIONS.
IF EXACT LOCATION CANNOT BE DETERMINED IN FIELD, CONTACT A/E FOR DIRECTION.

COORDINATE AND INSTALL ALL ELECTRICAL AND SPECIAL SYSTEMS DEMICES IN STRICT COMPLIANCE WITH PRYOR PUBLIC SCHOOLS.
DESIGN STANDARDS. STANDARDS ARE AVAILABLE FROM A/E UPON REQUEST.
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