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1 HOUR FIRE RATED WALL
TIGHT TO DECK ABOVE (SMOKE TIGHT)

20,000
B200

Name

CODE REFERENCE PLAN LEGEND

ROOM OCCUPANCY 
LOAD TAG 

ROOM NAME

OCCUPANCY LOAD (PEOPLE)

OCCUPANCY TYPE

100P

165P

EXIT CAPACITY TAG

ALLOWABLE EGRESS CAPACITY (PEOPLE)

ACTUAL EGRESS CAPACITY (PEOPLE)

DIRECTION OF TRAVEL WITH 
ACCUMULATED OCCUPANCY LOAD200

125

75

COMMON PATH TRAVEL DISTANCE

EXIT ACCESS TRAVEL DISTANCE

75'-0"

250'-0"

FIRE EXTINGUISHER (CABINET)F.E.(C)

DRINKING FOUNTAINDF

TRAVEL DISTANCE REQUIREMENTS (CHAPTER 10 - TABLE 1006.2.1, 1017.2)

OCCUPANT LOAD FACTOR (CHAPTER 10 - TABLE 1004.5)

0P

195P
3'-6" DOOR (39" CLR.)

0P

165P
3'-0" DOOR (33" CLR.)

0P

330P
6'-0" DOUBLE DOOR (66" CLR.)

0P

225P
4'-0" DOOR (45" CLR.)

ASSEMBLY (A) & EDUCATION (E) WITH SPRINKLER SYSTEM
- COMMON PATH = 75'-0"
- EXIT ACCESS = 250'-0"

BUSINESS (B) WITH SPRINKLER SYSTEM
- COMMON PATH = 100'-0"
- EXIT ACCESS = 300'-0"

STORAGE (S-2) WITH SPRINKLER SYSTEM
- COMMON PATH = 100'-0"
- EXIT ACCESS = 400'-0"

ASSEMBLY
CONCENTRATED (CHAIRS ONLY - NOT FIXED) 7 NET
STANDING SPACE 5 NET
UNCONCENTRATED (TABLE AND CHAIRS) 15 NET

EDUCATIONAL
CLASSROOMS 20 NET
SHOPS AND OTHER VOCATIONAL ROOM AREAS 50 NET

STAGES AND PLATFORMS 15 NET
BUSINESS 150 GROSS
KITCHENS COMMERCIAL 200 GROSS
STORAGE AND MECHANICAL AREAS 300 GROSS

ROOM AREA

DOOR EGRESS CAPACITY (CHAPTER 10 - SECTION 1005)

197P

330P

582 SF

E29

CLASSROOM1011 SF

B8

RESOURCE ROOM

1334 SF

-14

CORRIDOR

1395 SF

-14

CORRIDOR

937 SF

-51

CHECK-IN

584 SF

E29

CLASSROOM

582 SF

E29

CLASSROOM

584 SF

E29

CLASSROOM

493 SF

E25

CLASSROOM

496 SF

E25

CLASSROOM

497 SF

E25

CLASSROOM

473 SF

E24

CLASSROOM

1971 SF

E40

PLAY ROOM

41 SF
S1

STOR

41 SF

S1

STOR

41 SF

S1

STOR

609 SF

E30

CLASSROOM

584 SF

E29

CLASSROOM

580 SF

E29

CLASSROOM

584 SF

E29

CLASSROOM

582 SF

E29

CLASSROOM

584 SF
E29

CLASSROOM

1266 SF

-13

CORRIDOR

2876 SF

A192

ASSEMBLY

158 SF

B2

OFFICE

154 SF
B2

OFFICE

154 SF

B2

OFFICE

156 SF
B2

OFFICE

379 SF

K3

KITCHEN

72 SF

S1

PANTRY

46 SF

S1

JAN.

330P

330P

198P

330P

68P

330P

200P

330P

203P

330P

496 SF

E25

CLASSROOM

493 SF

E25

CLASSROOM

494 SF
E25

CLASSROOM

494 SF

E25

CLASSROOM

337 SF
B3

RECEPTION

130 SF

A8

COUNSELING

330P

330P

155 SF

S1

STORAGE

441 SF

-5

CORRIDOR

68 SF

S1

STORAGE

168 SF
S1

IT

330P

330P

330P

330P

T. D
. = 64'-4"

T.
 D

. =
 7

9'
-2

"

T
. D

. =
 3

5'
-4

"

T. D
. = 75'-0"

TRAVEL DISTANCE = 120'-6"

TRAVEL DISTANCE = 120'-6"

330P

330P

48 SF

S1

ELEC

69 SF

-1

ELEV LOBBY

ELEVATOR

STAIR

RR

RR
RR

RR

RR

RR RR

RR

RR

RR

RR

RR RR

STAIR

CODE INFORMATION

PRIMARY

ACCESSORY

ACCESSORY

ACCESSORY

IIB

IIB

2 STORY/ 32 FEET

2 STORY

98,429 SQ. FT.

54,800 SQ. FT.

153,800 SQ. FT.

STORAGE

BUSINESS

3. GROUP CLASSIFICATION (CHAPTER 3)

4. CONSTRUCTION TYPE (CHAPTER 6 - SECTION 602)

5. BUILDING HEIGHT (CHAPTER 5 - TABLE 504.3, 504.4)

6. BUILDING AREA (CHAPTER 5 - TABLE  506.2)

9. OCCUPANCY LOAD (CHAPTER 10 - TABLE 1004.5)

10. MINIMUM PLUMBING FIXTURE COUNT (CHAPTER 29 - TABLE 2902.1)

11. SPRINKLER PROTECTION (CHAPTER 9 - TABLE 903.2)

ACTUAL TYPE PROVIDED EXISTING

NEW

ALLOWABLE HEIGHT SPRINKLERED (STORY/FEET)

ACTUAL HEIGHT  (STORY/FEET)

STORIES ABOVE GRADE

EXISTING CONSTRUCTION

NEW CONSTRUCTION

TOTAL FLOOR

REQUIRED PROVIDED

-

-

-

-

-

YES

-

100 %

100 %

100 %

OCCUPANT LOAD EXISTING

OCCUPANT LOAD NEW CONSTRUCTION

OCCUPANT LOAD TOTAL FACILITY

EXIT CAPACITY EXISTING

EXIT CAPACITY NEW CONSTRUCTION

EXIT CAPACITY TOTAL FACILITY

W/C FEMALE

W/C MALE

LAVATORIES

DRINKING FOUNTAINS

SERVICE SINKS

TOTAL FACILITY

ENTIRE FACILITY

LIMITED AREA

FULL SUPPRESSION SYSTEM

NOTIFICATION/ALARMS

DETECTION

12. INTERIOR FINISHES (CHAPTER 8 - TABLE 803.13) 

INTERIOR WALL AND CEILING FINISHES SHALL BE CLASS A OR B IN CORRIDORS. 
INTERIOR WALL AND CEILING FINISHES IN ENCLOSED ROOMS SHALL BE A, B, OR 
C. INTERIOR FINISHES IN STAIRS, CORRIDORS, LOBBIES, AND EXITS SHALL BE 
CLASS A OR B. FLOOR COVERINGS WITHIN STAIRS, CORRIDORS OR EXITS SHALL 
BE CLASS I OR II.

EDUCATION

1. GENERAL INFORMATION

LOCATION: BROKEN ARROW, OKLAHOMA
AUTHORITY HAVING JUSRISDICTION: CITY OF BROKEN ARROW, OKLAHOMA
PROJECT DESCRIPTION: SPRINKLERED ADDITION OF 54,800SF TO EXISTING 
CHURCH BUILDING.

2. APPLICABLE CODES

INTERNATIONAL BUILDING CODE 2018
INTERNATIONAL EXISTING BUILDING CODE 2018
INTERNATIONAL FIRE CODE 2018
INTERNATIONAL MECHANICAL CODE 2018
INTERNATIONAL PLUMBING CODE 2018
NATIONAL ELECTRICAL CODE 2017
INTERNATIONAL FUEL GAS CODE 2018
1991 AMERICANS WITH DISABILITIES ACT (ADA)

2009 ANSI A117.1
2010 ADA STANDARDS FOR ACCESSIBLE DESIGN

7. BUILDING CONSTRUCTION CLASSIFICATION  (CHAPTER 6 - SECTION 602)

TYPE IIB CONSTRUCTION

8. FIRE RESISTANCE RATING REQUIREMENTS (CHAPTER 6 - TABLE 601)
STRUCTURAL FRAME (COLUMNS, GIRDERS, & TRUSSES 0 HRS
BEARING EXTERIOR WALLS 0 HRS
BEARING INTERIOR WALLS 0 HRS
NON-BEARING EXTERIOR WALLS 0 HRS
NON-BEARING INTERIOR WALLS 0 HRS
FLOOR CONSTRUCTION INCLUDING SUPPORTING BEAMS AND JOISTS 0 HRS
ROOF CONSTRUCTION INCLUDING SUPPORTING BEAMS AND JOISTS 0 HRS

3 STORY/ 75 FEET

A. ALLOWABLE AREA - UNLIMITED - (SECTION 507)

B. ACTUAL AREA
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10,020

2,310

7,710

7,075

1,918

5,157

ASSEMBLY (A-3)

SCALE
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4584 SF
A640

WORSHIP

2814 SF

S10

STORAGE

1438 SF
A97

MEETING RM

751 SF

-50

PLATFORM

806 SF

S3

WORSHIP STORAGE

178 SF
B2

SOUND/VIDEO

520 SF

S2

STORAGE

596 SF

S3

WORSHIP STORAGE

1699 SF
E86

CLASSROOM

368 SF
S2

STORAGE

814 SF
B6

MEDIA STORAGE

1196 SF
E67

CLASSROOM

1018 SF
-21

EXERCISE RM

552 SF
S2

STORAGE

690 SF

-7

CORRIDOR

2760 SF
-28

CORRIDOR

505 SF

-6

CORRIDOR

586 SF

-6

CORRIDOR

405 SF

-5

CORRIDOR

492 SF
K2

CLASSROOM

388 SF
B2

OFFICE

211 SF
B2

OFFICE

211 SF
B2

OFFICE

388 SF
B2

OFFICE
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FAMILY TLT FAMILY TLT

STAIR 1 HOUR FIRE RATED WALL
TIGHT TO DECK ABOVE (SMOKE TIGHT)

20,000
B200

Name

CODE REFERENCE PLAN LEGEND

ROOM OCCUPANCY 
LOAD TAG 

ROOM NAME

OCCUPANCY LOAD (PEOPLE)

OCCUPANCY TYPE

100P

165P

EXIT CAPACITY TAG

ALLOWABLE EGRESS CAPACITY (PEOPLE)

ACTUAL EGRESS CAPACITY (PEOPLE)

DIRECTION OF TRAVEL WITH 
ACCUMULATED OCCUPANCY LOAD200

125

75

COMMON PATH TRAVEL DISTANCE

EXIT ACCESS TRAVEL DISTANCE

75'-0"

250'-0"

FIRE EXTINGUISHER (CABINET)F.E.(C)

DRINKING FOUNTAINDF

TRAVEL DISTANCE REQUIREMENTS (CHAPTER 10 - TABLE 1006.2.1, 1017.2)

OCCUPANT LOAD FACTOR (CHAPTER 10 - TABLE 1004.5)

0P

195P
3'-6" DOOR (39" CLR.)

0P

165P
3'-0" DOOR (33" CLR.)

0P

330P
6'-0" DOUBLE DOOR (66" CLR.)

0P

225P
4'-0" DOOR (45" CLR.)

ASSEMBLY (A) & EDUCATION (E) WITH SPRINKLER SYSTEM
- COMMON PATH = 75'-0"
- EXIT ACCESS = 250'-0"

BUSINESS (B) WITH SPRINKLER SYSTEM
- COMMON PATH = 100'-0"
- EXIT ACCESS = 300'-0"

STORAGE (S-2) WITH SPRINKLER SYSTEM
- COMMON PATH = 100'-0"
- EXIT ACCESS = 400'-0"

ASSEMBLY
CONCENTRATED (CHAIRS ONLY - NOT FIXED) 7 NET
STANDING SPACE 5 NET
UNCONCENTRATED (TABLE AND CHAIRS) 15 NET

EDUCATIONAL
CLASSROOMS 20 NET
SHOPS AND OTHER VOCATIONAL ROOM AREAS 50 NET

STAGES AND PLATFORMS 15 NET
BUSINESS 150 GROSS
KITCHENS COMMERCIAL 200 GROSS
STORAGE AND MECHANICAL AREAS 300 GROSS

ROOM AREA

DOOR EGRESS CAPACITY (CHAPTER 10 - SECTION 1005)

CODE INFORMATION

PRIMARY

ACCESSORY

ACCESSORY

ACCESSORY

IIB

IIB

2 STORY/ 32 FEET

2 STORY

98,429 SQ. FT.

54,800 SQ. FT.

153,800 SQ. FT.

STORAGE

BUSINESS

3. GROUP CLASSIFICATION (CHAPTER 3)

4. CONSTRUCTION TYPE (CHAPTER 6 - SECTION 602)

5. BUILDING HEIGHT (CHAPTER 5 - TABLE 504.3, 504.4)

6. BUILDING AREA (CHAPTER 5 - TABLE  506.2)

9. OCCUPANCY LOAD (CHAPTER 10 - TABLE 1004.5)

10. MINIMUM PLUMBING FIXTURE COUNT (CHAPTER 29 - TABLE 2902.1)

11. SPRINKLER PROTECTION (CHAPTER 9 - TABLE 903.2)

ACTUAL TYPE PROVIDED EXISTING

NEW

ALLOWABLE HEIGHT SPRINKLERED (STORY/FEET)

ACTUAL HEIGHT  (STORY/FEET)

STORIES ABOVE GRADE

EXISTING CONSTRUCTION

NEW CONSTRUCTION

TOTAL FLOOR

REQUIRED PROVIDED

-

-

-

-

-

YES

-

100 %

100 %

100 %

OCCUPANT LOAD EXISTING

OCCUPANT LOAD NEW CONSTRUCTION

OCCUPANT LOAD TOTAL FACILITY

EXIT CAPACITY EXISTING

EXIT CAPACITY NEW CONSTRUCTION

EXIT CAPACITY TOTAL FACILITY

W/C FEMALE

W/C MALE

LAVATORIES

DRINKING FOUNTAINS

SERVICE SINKS

TOTAL FACILITY

ENTIRE FACILITY

LIMITED AREA

FULL SUPPRESSION SYSTEM

NOTIFICATION/ALARMS

DETECTION

12. INTERIOR FINISHES (CHAPTER 8 - TABLE 803.13) 

INTERIOR WALL AND CEILING FINISHES SHALL BE CLASS A OR B IN CORRIDORS. 
INTERIOR WALL AND CEILING FINISHES IN ENCLOSED ROOMS SHALL BE A, B, OR 
C. INTERIOR FINISHES IN STAIRS, CORRIDORS, LOBBIES, AND EXITS SHALL BE 
CLASS A OR B. FLOOR COVERINGS WITHIN STAIRS, CORRIDORS OR EXITS SHALL 
BE CLASS I OR II.

EDUCATION

1. GENERAL INFORMATION

LOCATION: BROKEN ARROW, OKLAHOMA
AUTHORITY HAVING JUSRISDICTION: CITY OF BROKEN ARROW, OKLAHOMA
PROJECT DESCRIPTION: SPRINKLERED ADDITION OF 54,800SF TO EXISTING 
CHURCH BUILDING.

2. APPLICABLE CODES

INTERNATIONAL BUILDING CODE 2018
INTERNATIONAL EXISTING BUILDING CODE 2018
INTERNATIONAL FIRE CODE 2018
INTERNATIONAL MECHANICAL CODE 2018
INTERNATIONAL PLUMBING CODE 2018
NATIONAL ELECTRICAL CODE 2017
INTERNATIONAL FUEL GAS CODE 2018
1991 AMERICANS WITH DISABILITIES ACT (ADA)

2009 ANSI A117.1
2010 ADA STANDARDS FOR ACCESSIBLE DESIGN

7. BUILDING CONSTRUCTION CLASSIFICATION  (CHAPTER 6 - SECTION 602)

TYPE IIB CONSTRUCTION

8. FIRE RESISTANCE RATING REQUIREMENTS (CHAPTER 6 - TABLE 601)
STRUCTURAL FRAME (COLUMNS, GIRDERS, & TRUSSES 0 HRS
BEARING EXTERIOR WALLS 0 HRS
BEARING INTERIOR WALLS 0 HRS
NON-BEARING EXTERIOR WALLS 0 HRS
NON-BEARING INTERIOR WALLS 0 HRS
FLOOR CONSTRUCTION INCLUDING SUPPORTING BEAMS AND JOISTS 0 HRS
ROOF CONSTRUCTION INCLUDING SUPPORTING BEAMS AND JOISTS 0 HRS

3 STORY/ 75 FEET

A. ALLOWABLE AREA - UNLIMITED - (SECTION 507)

B. ACTUAL AREA
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