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the.stacy.group

architecture. interiors

2= 8091 N. Owasso Expressway
L Ll
GENERAL PLUMBING NOTES:

— E E RAL P I Owasso, Oklahoma 74055
5|5 A. AL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL hore: 918.979.9699
5|8 MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES phone: 918 24=.

) Al ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION. frx: 918.979.9659

B. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "AR
. . TIGHT” WITH SEALANT APPLIED ALL AROUND PENETRATION.
= C. MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2". ————————————————————————
°
0 D. ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH
N STRUCTURAL DRAWINGS FOUNDATION PLAN.

E. REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR TYPICAL SIZES OF
WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE
18" ON CENTER FROM THE WALL.

1-1/2" C.0. @ 1-1/2" C.0. @ F.  CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
[ ﬁ% FLOOR [ ﬁ% FLOOR AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
------------------ AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,
” P=5 1-1/2" VIR CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR
2 I ALL SYSTEMS MUST BE PROVIDED.

I I Copyright © the.stacy.group
% /% /% G. INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL. I
2’ 97

2" | “1-1/2" VR

LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR

AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
APPROVED BY CODE AUTHORITY.
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H. COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND
WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER
EQUIPMENT.

FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
USED IN WALL—-HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER
CLOSET.

J.  OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT

I

I

I

I

I

: . FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER TO SUIT
I

I

I

| W/SPLASHBLOCK.
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______ 7|,7 10 | K. PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY

1-1/2" VIR B=3 L2 v SEWERS EXITING THE BUILDING, IF REQUIRED.

|
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|
oA MORROW
specrIc PLUMBING NoTES (O): ELEMENTARY

1-1/2" VIR 1. SEE P106 FOR CONTINUATION.

P=5 2. SEE PLUMBING ISOMETRIC D/P300 FOR PIPING THIS AREA.
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J 6" @ 6" | 6" 6" 6" | 6" 2-WAY 'C.0. 6” architecture. interiors
S coe I | coe
FLOR | | FLOR SEE CIVIL FOR 8091 N. Owasso Expressway
I 2 | ) CONTINUATION RAL PLUMBI ,
— y | [ 4 GENERAL PLUMBING NOTES: Owasso, Oklahoma 74055
1-1/2" VIR
| A. ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL phone: 918.272.2622
4 | MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES
) | ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION. fax: 918.272.2633
_ P-12
B=5 | B. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED “AIR
- 1-1/2" 2" 4" | TIGHT” WITH SEALANT APPLIED ALL AROUND PENETRATION.
e. 2" ED—A : C. MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2" I
o LA .Y
] ”
X 2 D. ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH
8 L p-toa STRUCTURAL DRAWINGS FOUNDATION PLAN.

. E. REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR TYPICAL SIZES OF
2 WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE
18" ON CENTER FROM THE WALL.

~ 1-1/2" VIR
\_ 2" ED=A _L/kl_.—
P=5 || e e e e |

— | — \ 2 VIR F. CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
i | AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,
- | CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR
I
I
I
I
I
I
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ALL SYSTEMS MUST BE PROVIDED.

Copyright © the.stacy.group
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G. INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL.
LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR
AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
APPROVED BY CODE AUTHORITY.

1"-0"

1"=
o}

H. COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND
WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER
fP—E——J’__-__— et iepten juspen P_5 EQUIPMENT.
1=1/2" VIR . FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER TO SUIT
FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
USED IN WALL—HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER
CLOSET.

OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT
W /SPLASHBLOCK.

K. PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY
SEWERS EXITING THE BUILDING, IF REQUIRED.
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;{“JI;—‘—‘ g . SPECIFIC PLUMBING NOTES (£ 2) |: L |: M |: N T A RY
1—1/2" VIR T 2" 7 _731‘\ CO. 8 1. SEE P105 FOR CONTINUATION.

1-1/4" FLOOR 2. SEE P104 FOR CONTINUATION.
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A.

ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL
MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES
ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION.

ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "ARR
TIGHT" WITH SEALANT APPLIED ALL AROUND PENETRATION.

MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2".

ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH
STRUCTURAL DRAWINGS FOUNDATION PLAN.

REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR TYPICAL SIZES OF
WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE
18" ON CENTER FROM THE WALL.

CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,
CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR

ALL SYSTEMS MUST BE PROVIDED.

INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL.
LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR
AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
APPROVED BY CODE AUTHORITY.

COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND
WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER
EQUIPMENT.

FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER TO SUIT
FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
USED IN WALL-HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER
CLOSET.

OVERFLOW DRAINS SHALL "DAY-LIGHT” DISCHARGE THRU DOWNSPOUT
W /SPLASHBLOCK.

PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY
SEWERS EXITING THE BUILDING, IF REQUIRED.

SPECIFIC PLUMBING NOTES (Q 21:

1.
2.
3.

CONNECT 4" GW TO TRENCH LINER. COORDINATE WITH FOOD SERVICE DRAWINGS.
EXTEND 2" VENT TO BUILDING AND UP THRU ROOF
1-1/2" CONDENSATE DRAIN FROM ROOF, DISCHARGE INTO FLOOR SINK.

PSA CONSULTING ENGINEERS,

3031 N.W. 64TH STREET SUITE 101
OKLAHOMA CITY, OKLAHOMA 73116
(405) 840-1901 FAX (405) 840-1916

COA # 390 - RENEWAL DATE 6/30/2019

INC.

the.stacy.group

architecture. interiors

8091 N. Owasso Expressway
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fax: 918.272.2633
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cars. o s the.stacy.group

° A. ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL
MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES Trchitecture. interiors
ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION.

1’-0

B. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "AIR 8091 N. Owasso Expressway
TIGHT” WITH SEALANT APPLIED ALL AROUND PENETRATION.
Owasso, Oklahoma 74055

C. MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2".
phone: 918.272.2622

ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH _
STRUCTURAL DRAWINGS FOUNDATION PLAN. fax: 918.272.2633

MATCHLINE AREA 1
MATCHLINE AREA 3
o

REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR TYPICAL SIZES OF
WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE

L_M_ 18" ON CENTER FROM THE WALL.
2,

y
o
y
\@

F.  CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,

11/2"=

CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR

B2
~ 8" ALL SYSTEMS MUST BE PROVIDED.
6 G. INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL.
LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR

) AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
/4 y 1/2 APPROVED BY CODE AUTHORITY.
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COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND : ‘
WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER Copyright © the.stacy.group
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P=5 1/2 EQUIPMENT.
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WH f D= 8" I'[F 3/4 L 1-1/4" g 1-1 /4,,l |y —_ 7/: S 1 P_10A FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
— [ - P—10A 1 [ T [ 1ot - - e A —= USED IN WALL—HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER
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OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT

I I © W/SPLASHBLOCK.
e 1-1/2" /
1" K. PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY

: P SEWERS EXITING THE BUILDING, IF REQUIRED.

0 1’ 2
= — |
N
S
<
ﬁ

3/4"

PECIFIC PLUMBING
1. CONNECT 3/4” HWR TO HW THRU BALANCING VALVE WITH MEMORY STOP.

P_10A 2. DROP 1/2" CW DOWN AND ROUTE TO P—2 FIXTURE. M O RROW

3. SEE D/P300 FOR PLUMBING ISOMETRIC, THIS AREA.

P-10A 4. SEE P202 FOR CONTINUATION. E L E M E N TA RY

— 5. DROP 3" OD AND 3" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT
W/ SPLASHBLOCK. REFER TO CIVIL FOR CONTINUATION.

_D
iR
>

' } 3/_4” Ly | \@)
@ P-1A

(3) P=3 (4) =1

1/2" (TYPICAL) 6. PROVIDE WMITH TLV IN ACCESSIBLE LOCATION.

7. 3/4” CW THRU S.0. VALVE UP TO RH—A.

8. DROP 3/4" CW DOWN TO WH THRU S.0. VALVE. OWASSO PUBLIC

9. DROP 8" OD AND 6" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT
W/SPLASHBLOCK. REFER TO CIML FOR CONTINUATION. SCHOOLS

10. 3" SD AND 3" 0D UP TO ROOF DRAINS. OWASSO, OK
201 8 PROJECT

0 1’ 2 ¢
1O e e —————

1/2"

| ”
3 2 11. 6" SD AND 8" OD UP TO ROOF DRAINS.
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§ 7= ) GENERAL PLUMBING NOTES:
1 3 4” ” | | 1_1 /4” ” 4” ”
i —_— / 3/4 g . 3/4 3/4 3/4 A ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL
VATCHLINE AREA 1 3/4 -1/2 — 1 = ; MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES e S a C r O u
bt A —— i — I — mn ———————— Wy - o — p—— L e —— E——— E—— p——— :Ur:uT —_— s e — —— ——- ———— ———- 5 ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION. ¢ ¢

e MATCHLINE AREA 2 &t —— - - - K - - +t b+ - - - - - - - HOHF — D+ - Hp+ 5
:c’ \_ ” + i . . .
T 1 [ 1-1/2" \\— 2’ L 2’ \\— 2" 1—1 /2,,\J \\_ 2" 3/4m] \\— 2-1/2" [ 2-1/2" @D// B. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "AIR architecture. interiors
=147 1=1/4" . TIGHT” WITH SEALANT APPLIED ALL AROUND PENETRATION.

n 8091 N. Owasso Expressway
C. MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2.

Owasso, Oklahoma 74055

" O " |
- H—— 3/4” Ny D. ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH
34 / 3/4 X 41 ?K 1/2" )r/@ STRUCTURAL DRAWINGS FOUNDATION PLAN. phone: 918.272.2622
3

3
|
Q Q.
. L&’["L.ﬁ " 2 E. REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR TYPICAL SIZES OF fax: 918.272.2633
! P_2 S TPo13 ' WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE
P-10A == o 18" ON CENTER FROM THE WALL.

| F.  CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
' AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,
L — 2" CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR

ALL SYSTEMS MUST BE PROVIDED.

3/% G. INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL.
/@ I LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR

/2" (TP AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
L1 — e 5 APPROVED BY CODE AUTHORITY.

H. COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND

I WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER

I EQUIPMENT.

| Copyright © the.stacy.group

£ I . FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER TO SUIT = = =

Ly @ FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
USED IN WALL-HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER

CLOSET.

0
1"-0"
«-
\
\Q
X
—®
O>=

J. OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT
W/SPLASHBLOCK.

SEWERS EXITING THE BUILDING, IF REQUIRED.

A0

\GD K. PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY

2
1 e ey — 1"=
O
|
on
I —
| ™~
N
™
Sl
'\"3 |
@{ "
|
=G i
)

3/4°=1"

: i : PECIFIC PLUMBI :
8 }? ! ! 8
K Y 6" I /3/4" K Y 6" 1. CONNECT 3/4" HWR TO HW THRU BALANCING VALVE WITH MEMORY STOP.
SD SD SD

\ 0D . 0D o 2. 2" CW, SEE P207 FOR CONTINUATION.

DROP 6" OD AND 6" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT

W/SPLASHBLOCK. REFER TO CIVIL FOR CONTINUATION. I\/I O RROW

4. DROP 30D AND 3" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT

W/SPLASHBLOCK. REFER TO CIVIL FOR CONTINUATION. I I M NT RY
@\\C -— o1k » - Sl P=5
A ] Ih
5 F F A

' — —— aat WU 5. DROP 6°0D AND 4” SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT
P=5 [ W/SPLASHBLOCK. REFER TO CIVIL FOR CONTINUATION.
1/2"

1/2 e 6. PROVIDE WITH TLV IN ACCESSIBLE LOCATION.

7. 3/4" CW THRU S.0. VALVE UP TO RH-A.

4
1 O I e S —
Q\'
|
|
|
—1
|
~
o
_:_
()]

8. DROP 3/4" CW DOWN TO WH THRU S.0. VALVE.

12 =1’

9. SEE P207, ENLARGED KITCHEN PLAN, FOR CONTINUATION OF PIPING OWASSO PUBLIC
’ ' SCHOOLS
10. SEE P201 FOR CONTINUATION OF PIPING.
11. SEE P204 FOR CONTINUATION OF PIPING. OWASSO, OK
201 8 PROJECT
/‘ /’ 12. DROP 1/2" CW/HW DOWN TO P—11 FIXTURE.
N

N 13. 6" SD AND 8" OD UP TO ROOF DRAINS.
§ 3 14. 4" SD AND 6" OD UP TO ROOF DRAINS. —V‘/‘_

15. 3" SD AND 3" OD UP TO ROOF DRAINS.

0 2 ¢ 8
10 e e ————
|
|
|
|
|
i
80
N\

1/4"

KEY PLAN
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1/8"=1"-0"

SCALE: 1/8" = 1'-0"

@ %\' DOMESTIC WATER FLOOR PLAN — AREA 2
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MATCHLINE AREA 1
MATCHLINE AREA 3
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6" SD, SEE CIVIL FOR
CONTINUATION
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6" FIRE
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[ 2-1/2"

‘/ ‘ SCALE: 1/8" = T—0"

TRUE PLAN

3" CW, MAX DEMAND= 177 GPM

MATCHLINE AREA 3

MATCHLINE AREA5

GENERAL PLUMBING NOTES:

A.

P

10.

11.

12.

13.

ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL
MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES
ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION.

ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED “AIR
TIGHT" WITH SEALANT APPLIED ALL AROUND PENETRATION.

MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2”.

ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH
STRUCTURAL DRAWINGS FOUNDATION PLAN.

REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR TYPICAL SIZES OF
WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE
18" ON CENTER FROM THE WALL.

CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,
CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR

ALL SYSTEMS MUST BE PROVIDED.

INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL.
LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR

AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
APPROVED BY CODE AUTHORITY.

COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND
WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER
EQUIPMENT.

FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER TO SUIT
FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
USED IN WALL-HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER
CLOSET.

OVERFLOW DRAINS SHALL "DAY-LIGHT” DISCHARGE THRU DOWNSPOUT
W/SPLASHBLOCK.

PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY
SEWERS EXITING THE BUILDING, IF REQUIRED.

IFIC P I

CONNECT 3/4" HWR TO HW THRU BALANCING VALVE WITH MEMORY STOP.
SEE P204 FOR CONTINUATION.

1" GAS UP TO ROOF. SEE M107 FOR CONTINUATION.

6” SD AND 8" 0D UP TO ROOF DRAINS.

3" SD AND 3" OD UP TO ROOF DRAINS.

PROVIDE WITH TLV IN ACCESSIBLE LOCATION.

3/4" CW THRU S.0. VALVE UP TO RH-A.

DROP 3/4" CW DOWN TO WH THRU S.0. VALVE.

DROP 8" OD AND 6" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT
W/SPLASHBLOCK. REFER TO CIVIL FOR CONTINUATION.

DROP (2) 8" OD INTO 8" OD AND (1) 6" SD DOWN, SPILL OVERFLOW
THRU DOWNSPOUT W/SPLASHBLOCK.

SEE PLUMBING ISOMETRIC D/P300 FOR PIPING THIS AREA.

DROP 1-1/2" CW & 3/4” HWR DOWN TO WATER HEATER WH-1. SEE DETAIL B/P300
FOR PIPING REQUIREMENTS.

PROVIDE 1/2” CW CONNECTION FOR REFRIGERATOR ICE MAKER (NIC) THRU S.0. VALVE.
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\~ 2-1/2" architecture. interiors

| GENERAL PLUMBING NOTES: 8091 N. Owasso Expressway

2" —~ A.  ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 Owasso, Oklahoma 74055
INTERNATIONAL MECHANICAL, PLUMBING, AND FUEL GAS CODES,
AMERICAN WITH DISABILITIES ACT (ADA), AND ALL LOCAL phone: 918.272.2622
CODES, AND AUTHORITY HAVING JURISDICTION.

1’-0

fax: 918.272.2633

B. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE
SEALED "AIR TIGHT” WITH SEALANT APPLIED ALL AROUND
PENETRATION.

C. MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2".

0 3 6" 1’
110" o g —

D. ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY
COORDINATED WITH STRUCTURAL DRAWINGS FOUNDATION PLAN.

11/2"

E. REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR
TYPICAL SIZES OF WATER, WASTE, AND VENT RUN-OUTS. ALL
ADA WATER CLOSETS TO BE 18" ON CENTER FROM THE WALL.

F. CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL
PLUMBING PIPING AND EQUIPMENT WITH ALL OTHER CONTRACTORS,
SUBCONTRACTORS AND TRADES AT THOSE AREAS WITH LIMITED
CLEARANCES DUE TO STRUCTURAL, MECHANICAL, CEILING AND
ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR .
ALL SYSTEMS MUST BE PROVIDED. Copyright © the stacy group

G. INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO
LOSS OF SEAL. LOCATE PRIMERS IN AN ACCESSIBLE AREA AND
ROUTE PIPING UNDERFLOOR AS REQUIRED. WATERLESS TRAP
PRIMERS SHALL BE EQUAL TO SURESEAL IF APPROVED BY CODE
AUTHORITY.

1’-0

1"
<
\

H. COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL
ROOMS AND WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS,
TANKS AND ALL OTHER EQUIPMENT.

| FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE
COVER TO SUIT FLOOR/WALL FINISH, REFER TO ARCHITECTURAL.
INSTALL WALL CLEANOUT USED IN WALL-HUNG TOILET APPLICATION
ABOVE FLOOD RIM OF WATER CLOSET.

OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT
W/SPLASHBLOCK.

1’ 2’
1'=0" o e ———
T
\ —

N =
2
|‘.’
I~
[ <

3/4'=

SANITARY SEWERS EXITING THE BUILDING, IF REQUIRED.

? °|T K. PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL

1 /2”__4,

S | MORROW
CONNECT 3/4” HWR TO HW THRU BALANCING VALVE WITH MEMORY E L E M E N TA RY

STOP.

1-1/2" CW/HW & 3/4" HWR DOWN TO WH-3. SEE DETAIL B/P300
FOR PIPING REQUIREMENTS.

DROP (2) 6" OVERFLOW DRAINS AND (1) 4" OVERFLOW DRAIN
DOWN TO DOWNSPOUTS W/SPLASHBLOCK. DROP 6" SD DOWN,
! REFR CIVIL FOR CONTINUATION.

0 1’ 2 ¢
1O e e —————
>
=
L §
i |
w N =

% || P-6 P—6BF P=6

Q |

B i . 4. DROP 2" CW, 3/4" HW, & 3/4" HWR DOWN. COORDINATE OWASSO PUBLIC
[ 3/ ROUTING WITH HVAC DUCTWORK. SCHOOLS

. DROP 2" CW, 3/4" HW, & 3/4" HWR IN SOFFIT. REFER TO
I PLUMBING ISOMETRIC FOR PIPING THIS AREA. OWASSO, OK
201 8 PROJECT

PROVIDE WITH TLV IN ACCESSIBLE LOCATION.

3/4" CW THRU S.0. VALVE UP TO RH-A.

8. DROP 3/4” CW DOWN TO WH THRU S.O. VALVE. J/I_
DROP 1/2" CW DOWN THRU S.0. VALVE IN CHASE.

10. SEE P201 FOR CONTINUATION OF PIPING. _HJ_ 4 _|

11. 4" SD AND 6” OD UP TO ROOF DRAINS. LA™

2! 4’ 8!
10 e e ——
X
R
e
A
MATCHLINE AREA 4
MATCHLINE -AREA 6
© N~ o o

12. 3" SD AND 3" OD UP TO ROOF DRAINS.

13. SEE P203 FOR CONTINUATION % @

14. SEE P202 FOR CONTINUATION. — s
NORTH NoRTH

3 15. SEE P202 FOR CONTINUATION. KEY PLAN

L
|

\
4

16. 1-1/4" GAS UP TO ROOF, SEE M107 FOR CONTINUATION.

17. SEE PLUMBING ISOMETRIC E/P300 FOR PIPING THIS AREA.

0 4 8 16’
1O e e —————

1/8"=

MATCHLINE |\ AREA 2
MATCHLINE AREA 4

n‘m} /=N DOMESTIC WATER FLOOR PLAN — AREA 4
17 \LB]/) SuE 1/& =10

TRUE PLAN
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MATCHLINE AREA3

MATCHLINE AREA5
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6" 2-1/2" HPG UP

TO ROOF

&) €

TRUE

1Ot 1G4 OD— 0D
D o -~ ——— 2-1/2" PG 2P @ 7 e S0 D
6482 MBH MAX GAS DEMAND [
6"
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FLOOR PLAN — AREA 5

PLAN

GENERAL PLUMBING NOTES:

A.

0D

L~ 1-1/2"

D\¥ 3/4n

SD

P

9.

10.

MATCHLINE AREA &

MATCHLINE AREA &

ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL
MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES
ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION.

ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "AIR
TIGHT” WITH SEALANT APPLIED ALL AROUND PENETRATION.

MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2”.

ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED
WITH STRUCTURAL DRAWINGS FOUNDATION PLAN.

REFER TO THE PLUMBING FIXTURE ROUGH-IN SCHEDULE FOR TYPICAL
SIZES OF WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS
TO BE 18" ON CENTER FROM THE WALL.

CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING
PIPING AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS
AND TRADES AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO
STRUCTURAL, MECHANICAL, CEILING AND ELECTRICAL ELEMENTS. ALL
CODE REQUIRED CLEARANCES FOR ALL SYSTEMS MUST BE PROVIDED.

INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF
SEAL. LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING

UNDERFLOOR AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL
TO SURESEAL IF APPROVED BY CODE AUTHORITY.

COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS
AND WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND
ALL OTHER EQUIPMENT.

FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER

TO SUIT FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL

WALL CLEANOUT USED IN WALL-HUNG TOILET APPLICATION ABOVE FLOOD
RIM OF WATER CLOSET.

OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT
W/SPLASHBLOCK.

PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY
SEWERS EXITING THE BUILDING, IF REQUIRED.

IFIC P I

CONNECT 3/4" HWR TO HW THRU BALANCING VALVE WITH MEMORY STOP.
SEE P206 FOR CONTINUATION.

SEE D/P300 FOR PLUMBING ISOMETRIC, THIS AREA.

DROP 3" OD AND 3" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT
W/SPLASHBLOCK. REFER TO CIVIL FOR CONTINUATION.

DROP 8" OD AND 6" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT
W/ SPLASHBLOCK. REFER TO CIVIL FOR CONTINUATION.

PROVIDE WITH TLV IN ACCESSIBLE LOCATION.
3/4" CW THRU S.0. VALVE UP TO RH-A.
DROP 3/4” CW DOWN TO WH THRU S.0. VALVE.
6" SD AND 8" OD UP TO ROOF DRAINS.

3" SD AND 3" OD UP TO ROOF DRAINS.
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MATCHLINE AREA6

:; /A 2-1/2" . 1 . 2 | \ 1"\— 1-1/2" CENERAL P ING : architecture. interiors
h | : A. ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL 8091 N. Owasso Expressway
| MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES
ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION. Owasso, Oklahoma 74055
. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "AIR phone: 918.272.2622
q N TIGHT” WITH SEALANT APPLIED ALL AROUND PENETRATION.
. T 3/4 fax: 918.272.2633
P=5 P-12 L C. MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2”.

D. ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH
STRUCTURAL DRAWINGS FOUNDATION PLAN.

1!
110" o g —
cHet
G+es
i
e
N
3
=
X
N
k]
w

E. REFER TO THE PLUMBING FIXTURE ROUGH—IN SCHEDULE FOR TYPICAL SIZES OF
WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE
18" ON CENTER FROM THE WALL.

11/2"

F.  CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,
CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR
ALL SYSTEMS MUST BE PROVDED.

G. INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL.
LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR
AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
APPROVED BY CODE AUTHORITY.

Copyright © the.stacy.group

H. COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND
WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER
EQUIPMENT.

0
1 !_0’
—oo-o>®

FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER TO SUIT
L Ny _ d p-5 FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
C_“} 7 g' hil / Il USED IN WALL-HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER

P=5 7 - L \@ CLOSET.
1/2" | J.  OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT

W/SPLASHBLOCK.

1"=
-———+eo
]

PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY
SEWERS EXITING THE BUILDING, IF REQUIRED.

|
| (8)
1% - - - - N—'I/z SPECIFIC PLUMBING NOTES (C):

1. CONNECT 3/4” HWR TO HW THRU BALANCING VALVE WITH MEMORY STOP.

0 1’ 2
= — |
<
4:
Py

3/4"
|
|
|
|
3
xu
=
2
|

HH 0D

2. SEE P205 FOR CONTINUATION
3. DROP 8" OD AND 6” SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT W/SPLASHBLOCK. M O R ROW
REFER TO CIML FOR CONTINUATION.

DROP 3" OD AND 3" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT W/SPLASHBLOCK. E L E M E N T A RY
REFER TO CIVIL FOR CONTINUATION.

o - - - Wi T S 5. DROP 6” OD AND 4" SD DOWN, SPILL OVERFLOW THRU DOWNSPOUT W/SPLASHBLOCK.
3/4" /2

P-5

REFER TO CIML FOR CONTINUATION.

' 6. PROVIDE WITH ILV IN ACCESSIBLE LOCATION.

2! 4’
10 e e —
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]
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N
]
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MN‘ Q
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7. 3/4” CW THRU S.0. VALVE UP TO RH-A.

¥ | 8. DROP 3/4" CW DOWN TO WH THRU S.0. VALVE. OWASSO PUBLIC
9. 6" SD AND 8" 0D UP TO ROOF DRAINS. SCHOOLS
SUBEPO 10. 3" SD AND 3" 0D UP TO ROOF DRAINS. OWASSO, OK
I 11. 4" SD AND 6" OD UP TO ROOF DRAINS. 2018 SO
L g {’ / 12. SEE P204 FOR CONTINUATION OF PIPING.
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GENERAL PLUMBING NOTES:

A. ALL PLUMBING WORK SHALL BE INSTALLED PER THE 2015 INTERNATIONAL
MECHANICAL, PLUMBING, AND FUEL GAS CODES, AMERICAN WITH DISABILITIES
ACT (ADA), AND ALL LOCAL CODES, AND AUTHORITY HAVING JURISDICTION.

B. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "AIR
TIGHT" WITH SEALANT APPLIED ALL AROUND PENETRATION.

C. MINIMUM SIZE OF WASTE PIPE UNDER SLAB ON GRADE SHALL BE 2”.

D. ROUTING OF UNDER FLOOR WASTE PIPING TO BE CAREFULLY COORDINATED WITH
STRUCTURAL DRAWINGS FOUNDATION PLAN.

E. REFER TO THE PLUMBING FIXTURE ROUGH—IN SCHEDULE FOR TYPICAL SIZES OF
WATER, WASTE, AND VENT RUN-OUTS. ALL ADA WATER CLOSETS TO BE
18" ON CENTER FROM THE WALL.

F.  CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL PLUMBING PIPING
AND EQUIPMENT WITH ALL OTHER CONTRACTORS, SUBCONTRACTORS AND TRADES
AT THOSE AREAS WITH LIMITED CLEARANCES DUE TO STRUCTURAL, MECHANICAL,
CEILING AND ELECTRICAL ELEMENTS. ALL CODE REQUIRED CLEARANCES FOR
ALL SYSTEMS MUST BE PROVDED.

G. INSTALL TRAP PRIMERS FOR ALL FLOOR DRAINS SUBJECT TO LOSS OF SEAL.
LOCATE PRIMERS IN AN ACCESSIBLE AREA AND ROUTE PIPING UNDERFLOOR
AS REQUIRED. WATERLESS TRAP PRIMERS SHALL BE EQUAL TO SURESEAL IF
APPROVED BY CODE AUTHORITY.

H. COORDINATE LOCATIONS OF ALL FLOOR DRAINS IN MECHANICAL ROOMS AND
WITH ACTUAL PLACEMENT OF WATER HEATERS, PUMPS, TANKS AND ALL OTHER
EQUIPMENT.

. FLOOR/WALL CLEANOUTS SHALL BE PROVIDED WITH SUITABLE COVER TO SUIT
FLOOR/WALL FINISH, REFER TO ARCHITECTURAL. INSTALL WALL CLEANOUT
USED IN WALL-HUNG TOILET APPLICATION ABOVE FLOOD RIM OF WATER
CLOSET.

J. OVERFLOW DRAINS SHALL "DAY-LIGHT" DISCHARGE THRU DOWNSPOUT
W/SPLASHBLOCK.

K. PROVIDE AND INSTALL ACCESSIBLE BACKWATER VALVES IN ALL SANITARY
SEWERS EXITING THE BUILDING, IF REQUIRED.

PECIFIC P I
1. SEE SHEET P202 FOR CONTINUATION OF PIPING.
2. CONNECT 3/4” HWR TO HW THRU BALANCING VALVE WITH MEMORY STOP.
3. PROVIDE WITH TLV IN ACCESSIBLE LOCATION.

4.  WATER FILTER SYSTEM PROVIDED BY DIVISION 11 AND INSTALLED BY
DIVISION 22. COORDINATE LOCATION AND PIPING WITH FOOD SERVICE
DRAWINGS AND INSTALL PER MANUFACTURE'S RECOMMENDATION. PROVIDE
AND INSTALL BACKFLOW PREVENTOR AT WATER INLET TO RO SYSTEM.

5. DROP 3/4” HW DOWN TO DISHWASHER.

6. 3/4” CW DOWN TO WATER FILTER SYSTEM EQUIPMENT INLET AND 3/4” FCW UP
FROM ASSEMBLY DISCHARGE. VERIFY EXACT LOCATION & PIPING CONFIGURATION
WITH FOOD SERVICE DRAWINGS.

7. ROUTE 3/4" CW/HW & 1/2" HW TO COUNTER UNDERFLOOR WITH TYPE "K"
COPPER (NO JOINTS). INSTALL SHUT-OFF VALVES ABOVE CEILING BEFORE
EXTENDING DOWN WALL.

8. ROUTE 3/4" FCW TO ICEMAKER WITH TYPE "K” COPPER (NO JOINTS). INSTALL
SHUT-OFF VALVE ABOVE CEILING BEFOR EXTENDING DOWN WALL.

9. DROP 2" GAS DOWN TO GAS HEADER BEHIND EQUIPMENT. INSTALL
CONNECTION TO EQUIPMENT PER F.S. DRAWINGS. GAS LOAD = 688 MBH.

10. GAS SOLENOID VALVE — INTERLOCK WITH KITCHEN HOOD FIRE SUPPRESSION
SYSTEM PER CODE AND MANUFACTURER REQUIREMENTS.

11. ROUTE 3/4” CW/HW TO SERVING COUNTER UNDERFLOOR WITH TYPE K"
COPPER (NO JOINTS). INSTALL SHUT-OFF VALVES ABOVE CEILING
BEFORE EXTENDING DOWN WALL.

12. 3/4 CW THRU S.0. VALVE UP TO RH-A.

13. DROP 1-1/2" CW & 3/4" HWR DOWN TO WATER HEATER WH-1. SEE DETAIL B/P300
FOR PIPING REQUIREMENTS.

14. 2° GAS UP THRU ROOF. SEE M107 FOR CONTINUATION.

15. DROP 3/4” CW & 3/4” FCW DOWN & ROUTE (2) 3/4" CW & (2) 3/4” FCW TO EACH
CONVECTION STEAMER.

16. 1-1/4" GAS DOWN TO WH-1.

17. DROP 1" CW/HW DOWN AND ROUTE 3/4" CW/HW THRU LOW WALL TO EACH IPS
FAUCET AND 1/2" CW/HW TO FILL FAUCET AS INDICATED ON F.S. DRAWINGS.
INSTALL SHUT-OFF VALVES ABOVE CEILING BEFORE EXTENDING DOWN WALL.

18. DROP 3/4” HW/CW DOWN AND CONNECT TO HOSE BIBB.
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NOTES:
GAS PIPING 1. USE FOR PIPE SIZES LARGER THAN 2

2. PROVIDE PIPE STRAP ACCESSORY
3. MAXIMUM SPACING SHALL BE 8'-0", AND
WHERE SHOWN ON DRAWINGS.

ROLLER BEARING
BLOCK PIPE STAND
(MIRO MODEL 3R

SHOWN) SUPPORT PAD

24" SQ. ROOF MEMBRANE LAYER
(MOP INTO ROOF)
[

/ BUILT-UP ROOFING

SUPPORT FOR ROOF MOUNTED
B PIPE (LARGER THAN 27)

NO SCALE

1. PROVIDED CADDY PYRAMID EZ PIPE SUPPORT,
MFR. ERICO, OR APPROVED EQUAL, USE
FOR PIPE SIZES 2" AND SMALLER.

2. HEIGHT ADJUSTABLE & MADE WITH
UV-STABILIZED EPDM MATERIAL

3. MAXIMUM SPACING SHALL BE 10'-0", AND

GAS OR WHERE SHOWN ON DRAWINGS.

CONDENSATE
PIPING

SUPPORT FOR ROOF MOUNTED
C PIPE (2" OR SMALLER)

NO SCALE

SYSTEMS MATERIALS SCHEDULE

SYSTEM MATERIAL INSULATION

THICKNESS TYPE JACKET
DOMESTIC CW TYPE "L” HARD COPPER REFER SPECS| FIBERGLASS VAPOR BARRIER
DOMESTIC HW/HWR TYPE "L” HARD COPPER REFER SPECS| FIBERGLASS VAPOR BARRIER
REVERSE OSMOSIS *5 PEX *6 1/2" FIBERGLASS VAPOR BARRIER

SANITARY WASTE — BELOW GRADE SCHEDULE 40 PVC —— — —

SANITARY VENT SCHEDULE 40 PVC —— —— —_—

SANITARY VENT (PLENUM SPACES) *1 | SWCI HUBLESS —— — —

SANITARY WASTE (PLENUM SPACES) *|| SWCI HUBLESS —— — —

SANITARY WASTE (NON—PLENUM) *2 | SCHEDULE 40 PVC —— — —

GREASE WASTE CAST IRON —— —— —_—
ROOF DRAIN (VERTICAL) *4 SCHEDULE 40 PVC —— - —_—
ROOF DRAIN (HORIZONTAL & BODIES) | SCHEDULE 40 PVC 1" FIBERGLASS VAPOR BARRIER
STORM DRAIN (BELOW GRADE <=12") | SCHEDULE 40 PVC - - —_—
CONDENSATE DRAIN, INSIDE BLDG TYPE "M”_COPPER 1/2" FLEX. UNICELLULAR| —-
CONDENSATE DRAIN, OUTSIDE BLDG SCHEDULE 40 PVC —— - _—
FIRE_(UNDERGROUND) CAST IRON - — _—
FIRE_SPRINKLER (INSIDE BLDG) SEE SPECS - —— __
NATURAL GAS, 2 PSI UNDERGROUND | POLYETHYLENE —— — __
NATURAL GAS *3 SCHEDULE 40 BLACK STEEL | —-— — ——

REFER SPECIFICATIONS AND M300 FOR ADDITIONAL REQUIREMENTS.

*1 PLENUM SPACES REFER TO ABOVE GRADE AREAS OPEN TO RETURN AIR PLENUMS, PLENUM SPACES INCLUDE
CORRIDOR, COMMONS, MEDIA CENTER, ADMINISTRATION. CONTRACTOR TO VERIFY.

¥2 NON-PLENUM SPACES REFER TO ABOVE GRADE AREAS WITH DUCTED RETURN AND INCLUDE KITCHEN, CLASSROOMS
CONTRACTOR TO VERIFY

*3 GAS PIPING ON ROOF TO BE PAINTED FOR CORROSION PROTECTION

*4 VERTICAL ROOF DRAIN PIPING EXPOSED TO PLENUM SPACES SHALL BE INSULATED THE SAME AS HORIZONTAL PIPING
OR SHALL UTILIZE SWCI HUBLESS.

*5 REVERSE OSMOSIS EQUIPMENT PROVIDED BY FOOD SERMCE.

*6 PEX PIPING & FITTINGS VIEGA OR UPONOR PRODUCT SUITABLE FOR POTABLE , PRESSURE RATING AT 160 PSIG,
ASTM 876 AND ASTM 877, NO COPPER ALLOWED.

PLUMBING FIXTURE ROUGH-IN SCHEDULE

MARK DESCRIPTION MOUNTING | TYPE FLUSH | WASIE NT CW HW | REMARKS |
P—1 WATER CLOSET WALL FV Y 2" 1" — |1
P-1A WATER CLOSET (ADA) [ WALL FV 4" 2" 1" — [1
P-2 LAVATORY WALL — 1-1/4" 1-1/4" 1 1/27 1 1/27 |1
P-3 URINAL WALL FV 3 2" 38 | — |1
P-3A URINAL (ADA) WALL FV 3" 2" 3/ 1 —— 1
P—4 MULTI FOUNT WALL — 2" 1=1/2" [ 1/27 | /27 |1
P-5 CLASSROOM SINK COUNTER | ——-= 1-1/2" 1=1/2" [ 1727 1 1/27 |1
P-6BF |EWC w/FILLER WALL J— 1-1/4" 1-1/4" 1 1/2" | —— |[1, 2
P-6 EWC WALL - 1-1/4" 1-1/4" | 1/2" [ -——— |1
P-7 MOP BASIN FLOOR — 3" 1-1/2" [ 3/4" | 3/4" |1
P-8 NURSE SINK COUNTER | ——— 1-1/2" 1=1/2" [ 1727 1 1/27 |1
P-9 LOUNGE SINK COUNTER [ ——- 1-1/2" 1-1/27 1 1/2" 1 1/2" 11, 4
P-10 WATER CLOSET FLOOR FV 4" 2" 1" — |1
P-10A | WATER CLOSET (ADA)  [FLOOR FV 4" 2" 1" — |1
P-11 SHOWER VALVE WALL - —— 1/2" | 1/2" |6
P-12 ART/MAKER ROOM SINK | COUNTER 1-1/2" 1-1/2" 1 1/2" |1 1/2" |1
P-13 WASHER BOX WALL 2" 1-1/2" | 1/2" [ 1/2" |5
TPS TRIPLE POT SINK WALL J— 1-1/2" 1-1/2" | 3/4" | 3/4" [1, 7
PDS DOUBLE PREP SINK WALL — 1-1/2" 1-1/2" | 3/# | 3/4 [1, 3
HS HAND_SINK WALL ——= 1-1/4" | 1-1/4"  1/2" | 1/2° 11, 3

REMARKS:

1. MOUNT FIXTURE PER ARCHITECT'S ELEVATIONS.

2. PROVIDE WITH BOTTLE FILLER.

3. ROUGH-IN AND CONNECT ONLY, REFER TO DIVISION 11. SEE SPECS FOR OTHER REQUIREMENTS.

4, PROVIDE WITH 1/2 HP DISPOSER.

5. COORDINATE LOCATION WITH EQUIPMENT (PROVIDED BY OTHERS)

6.  SHOWER VALVE IN RECESSED ENCLOSURE (LOCKABLE) AND HAND HELD SHOWER.

7. TRAP SIZE FOR EACH COMPARTMENT, ROUGH—IN AS SHOWN ON FOOD SERVICE DRAWINGS.

MISCELLANEOUS PLUMBING EQUIPMENT SCHEDULE

WH-1 & WH-3: WATER HEATERS
A.0. SMITH MODEL BTH 199A, 100 GALLON STORAGE, ASME CONSTRUCTION, 199 MBH INPUT, 235 GPH RECOV.
@ 100°F RISE, DIRECT VENT AND SEALED COMBUSTION USING SCHEDULE 40 PVC, 120/1/60, 5 AMPS MAX.

WH-2: WATER HEATER
A.0. SMITH MODEL BTH 150A, 100 GALLON STORAGE, ASME CONSTRUCTION, 150 MBH INPUT, 178 GPH RECOV.
@ 100F RISE, DIRECT VENT AND SEALED COMBUSTION USING SCHEDULE 40 PVC, 120/1/60, 5 AMPS MAX.

HWCP—1, HWCP—2, HWCP—3: HOT WATER CIRCULATING PUMPS

DOMESTIC HOT WATER CIRCULATING PUMP, 6 GPM, 18 FT HEAD, 3250 RPM, 1/8 HP, 115/1/60,
CONTROLLED BY AQUASTAT OR WATER HEATER CONTROLLER. REFERENCE WATER HEATER DETAILS FOR
PIPING REQUIREMENTS AND LOCATIONS.

EXP—1: HOT WATER EXPANSION TANK.
10 GALLON DIAPHRAGM TYPE EXPANSION TANK WITH 4 GALLON ACCEPTANCE. SEE DETAIL "D” THIS SHEET.

EXP=2 & EXP-3: HOT WATER EXPANSION TANK.
2 GALLON DIAPHRAGM TYPE EXPANSION TANK WITH 0.7 GALLON ACCEPTANCE. SEE DETAIL "C” THIS SHEET.

FD—A: FLOOR DRAIN
ZURN MODEL 415 WITH TYPE S SQUARE NICKEL BRONZE STRAINER, SURESEAL TRAP GUARD, AND TRAP PRIMER
CONNECTION. SEE FLOOR PLAN FOR PIPE CONNECTION SIZES.

FD—B: FLOOR DRAIN
ZURN MODEL 415 WITH TYPE | NICKEL BRONZE STRAINER WITH RAISED FLANGE, SURESEAL TRAP GUARD, AND
TRAP PRIMER CONNECTION. SEE FLOOR PLAN FOR PIPE CONNECTION SIZES.

FD—C: FLOOR DRAIN
ZURN MODEL 415B WITH TYPE B NICKEL BRONZE STRAINER, SURESEAL TRAP GUARD, AND
TRAP PRIMER CONNECTION. SEE FLOOR PLAN FOR PIPE CONNECTION SIZES.

FS—A: FLOOR SINK

ZURN MODEL 71900 12"x12"x6” DEEP, A.R.E. SANIFLOR CAST IRON BODY WITH FULL GRATE, ANCHOR
FLANGE WITH SEEPAGE HOLES AND CLAMP COLLAR, AND SEDIMENT BUCKET. REFER FLOOR PLAN FOR PIPE
CONNECTION SIZES.

FS—B: FLOOR SINK

ZURN MODEL Z1900-3 12"x12"°x6” DEEP, A.R.E. SANIFLOR CAST IRON BODY WITH 3/4 GRATE, ANCHOR
FLANGE WITH SEEPAGE HOLES AND CLAMP COLLAR, AND SEDIMENT BUCKET. REFER FLOOR PLAN FOR PIPE
CONNECTION SIZES.

FS-C

ZURN MODEL 415 WITH TYPE E NICKEL BRONZE STRAINER, SEDIMENT BUCKET AND FUNNEL
SEE FLOOR PLAN FOR SIZE.

WH: FREEZE-PROOF WALL HYDRANT
WOOFORD B65 FREEZELESS WALL HYDRANT WITH ANTI-SIPHON VACUUM BREAKER AND
LOCKABLE CHROME-PLATED BOX & HINGED COVER. INSTALL 18" ABOVE FINISHED FLOOR.

RD: PRIMARY ROOF DRAIN
ZURN 7100, 15"¢ ROOF DRAIN W/ LOW SILHOUETTE DOME, ASME A112.21.2M, CAST IRON BODY,
POLY-DOME AND UNDER-DECK CLAMP.

0D: OVERFLOW ROOF DRAIN
ZURN 7100, 15"¢ ROOF DRAIN W/ LOW SILHOUETTE DOME, ASME A112.21.2M, CAST IRON BODY,
POLY-DOME, 2—-INCH WATER DAM AND UNDER-DECK CLAMP.

DN: DOWNSPOUT NOZZLE
ZURN Z-199 BRONZE BODY DOWNSPOUT NOZZLE.

JLV:  TEMPERATURE LIMITING VALVE
SYMMONS MAXLINE 5-225-CK FOR 1/2" PIPING AND 5-230-CK FOR 3/4" PIPING, THERMOSTATIC MIXING
VALVE WITH INTEGRAL CHECKS

RH—A: ROOF HYDRANT

WOODFORD SRH-MS, FREEZELESS SANITARY ROOF HYDRANT, DRAINLESS, WITH ASSE1052 LISTED HOSE
CONNECTION BACKFLOW PREVENTER, DUAL CHECK, HYDRANT SUPPORT, UNDERDECK FLANGE, WELL SEAL,
ADAPTABLE TO PITCHED ROOF.

GENERAL PLUMBING SYSTEMS NOTES:

1. ALL POTABLE WATER SYSTEMS SHALL USE LEAD-FREE PIPING, SOLDER AND FLUX.

2. SUPPLY SYSTEMS SHALL USE DIELECTRIC ADAPTERS WHERE PIPES OF DISSIMILAR METALS ARE JOINED.

3. THE POTABLE WATER SYSTEM SHALL BE PROPERLY DISINFECTED IN ACCORDANCE WITH FEDERAL
SPECIFICATION BB—C—-120. SUBSEQUENT TO THE DISINFECTION, CONTRACTOR SHALL SUBMIT WATER
SAMPLES TO THE LOCAL HEALTH DEPARTMENT FOR TESTING AND APPROVAL. HEALTH DEPARTMENT
APPROVAL MUST BE OBTAINED PRIOR TO SYSTEM PUT IN SERMCE.

4. ALL PIPING PENETRATING THE PLANE OF THE ROOF SHALL BE INSULATED WITH 1-INCH THICK CONTINUOUS
INSULATION FROM THE UNDERSIDE OF THE ROOF DECK, ALONG ALL LATERALS, TO 6 INCHES
BELOW THE LAST ABOVE CEILING VERTICAL ELBOW JOINT.

5. ALL VERTICAL PIPING PENETRATING THE ROOF SHALL BE BRACED HIGH AND LOW TO THE STRUCTURE TO
PREVENT MOVEMENT WHICH WOULD JEOPARDIZE THE INTEGRITY OF THE ROOF FLASHING.

6. ALL HORIZONTAL PIPING ON THE ROOF SHALL BE SUPPORTED IN METHODS, MANNERS AND AT SPACINGS
APPROVED BY BOTH THE PIPE AND ROOF MANUFACTURER. SUPPORTS SHALL BE DESIGNED FOR
UNBINDING SLIPPAGE OR WITH NON—CORRODING ROLLERS TO ALLOW FOR THERMAL MOVEMENT WITHOUT

DAMAGE TO THE ROOF SYSTEM.
7. THE BOTTOM ACCESS OF ALL GAS LEG DRIP PIPING SHALL BE MINIMUM 3" ABOVE ADJACENT HORIZONTAL SURFACE.

8. ALL DOMESTIC WATER, SANITARY AND VENT PIPING SHALL BE SLEEVED THRU WALLS. SLEEVES SHALL
BE SIZED TO ALLOW PASSAGE OF THE PIPE AND ITS INSULATION PLUS ANNULAR SPACE FOR
INSTALLATION OF SAFING AND/OR SEALANT AS REQUIRED.

9. WHITE MILDEW RESISTANT SILICONE SEALANT BEAD SHALL BE INSTALLED AROUND THE PERIPHERY OF
ALL PLUMBING FIXTURES IN CONTACT WITH WALLS AND/OR FLOORS.

10. PROVISION FOR INSULATING KITS TO PROTECT PIPING BELOW HANDICAP LAVATORIES SHALL BE PROVIDED.
REFER ARCHITECTURAL FOR FIXTURES INDICATED FOR HANDICAPPED ACCESS.

11. INSTALL ALL PIPING PER 2015 INTERNATIONAL PLUMBING CODE AND ALL LOCAL CODES, AND AUTHORITY

HAVING JURISDICTION.

12. ALL PIPING PENETRATIONS THROUGH FIRE RATED WALLS TO BE SEALED "AIR TIGHT” WITH SEALANT APPLIED

ALL AROUND PENETRATION.

13. REFER TO PLUMBING FIXTURE SCHEDULE FOR WATER, WASTE AND VENT PIPE SIZES TO INDIVIDUAL

FIXTURES.

14, COORDINATE ALL UNDERFLOOR WORK WITH FOOTINGS AND FOUNDATION WORK. SEE STRUCTURAL PLANS FOR
LOCATIONS OF FOOTINGS AND FOR FOUNDATION DETAILS.

15. CONTRACTOR SHALL VERIFY LOCATION OF EQUIPMENT PRIOR TO INSTALLATION.

16. THE TOPS OF ALL EQUIPMENT CURBS AND HOUSEKEEPING PADS SHALL BE LEVEL. ALL EQUIPMENT
HOUSEKEEPING PADS SHALL BE A MINIMUM 3-1/2 INCHES HIGH, ALL CORNERS CHAMFERED,
AND ALL EXPOSED-TO-VIEW SURFACES DRESSED SMOOTH.

17. ALL EQUIPMENT LABELING/IDENTIFICATION SHALL BE LEGIBLE AND SHALL BE MECHANICALLY
SECURED TO THE EQUIPMENT WITH NON—CORRODING FASTENERS.

18. ALL WATER CLOSETS AND URINALS SHALL BE CENTERED BETWEEN RESPECTIVE TOILET PARTITIONS EXCEPT AS
SPECIFICALLY NOTED OTHERWISE; THE CONTRACTOR SHALL COORDINATE ROUGHING WITH APPROVED TOILET

PARTITION SHOP DRAWINGS.

19. SANITARY CLEANOUTS: USE EITHER FLOOR OR WALL TYPES, 4" MINIMUM SIZE, COMPLETE WITH FLUSH
PLUG. INTERIOR APPLICATIONS SHALL HAVE EASILY-REMOVABLE BRASS FLOOR COVERS TO SUIT FINISH
FLOOR MATERIALS SET FLUSH WITH FINISH FLOOR TO AVOID TRIP HAZARD. WALL CLEANOUTS ADJACENT
TO TOILET SHALL BE ABOVE THE FLOOD RIM.

20. STORM DRAIN CLEANOUTS: USE EITHER FLOOR TYPES OR WALL TYPES. 4" MINMUM SIZE, COMPLETE WITH FLUSH
PLUG. INTERIOR APPLICATIONS SHALL HAVE EASILY REMOVABLE TAPERED-EDGE BRASS COVERS SURFACE-SET

TO FINISH SURFACES.

21. EXTERIOR CLEANOUTS SHALL HAVE TOP OF FLUSH PLUG SET FLUSH TO FINISH GRADE (OR PAVEMENT). EACH
CLEANOUT SET IN EARTH SHALL HAVE 6" DEEP, 24" DIAMETER CONCRETE APRON, TOP OF CONCRETE FLUSH

WITH FINISHED GRADE.

22. ALL NONCONDUCTIVE PIPES SHALL BE INSTALLED WITH #10 COPPER WIRE SET WITH THE PIPE ITSELF. ALL

UNDERGROUND NON—CONDUCTIVE PIPING OUTSIDE THE BUILDING SHALL HAVE BRIGHTLY-COLORED, METALLIC—-CORE,

NON—DETERIORATING, MINIMUM 2" WIDE, IDENTIFICATION RIBBON TAPE SET 12" ABOVE THE TOP OF PIPE,
OR 24" BELOW FINISH GRADE, WHICHEVER DIMENSION IS SHALLOWER.

23. INTERIOR VALVE LOCATIONS SHALL BE IDENTIFIED WITH TWO COMPLETE WRAPS OF 1" WIDE REFLECTIVE RED
TAPE AROUND CEILING GRID MEMBER CLOSEST BELOW THE VALVE ITSELF. PROVIDE VALVE TAG SCHEDULE &
DRAWING AS PART OF CLOSE-OUT DOCUMENTS.

PLUMBING SYMBOL LEGEND AND ABBREVATIONS

[svmeoLs | DESCRIPTION SYMBOLS | DESCRIPTION
— | WASTE LINE —><— | BALL VALVE
—GW=——| GREASE WASTE —De<— | BALL VALVE W/ MEMORY STOP
——sD=——| STORM DRAIN —IJ— | CHECK VALVE
—ob—| OVERFLOW (STORM) DRAIN —— | cock
————— PLUMBING VENT w3ZZ | MANUAL AR VENT
——~ro— | REVERSE OSMOSIS ~» O— | AUTOMATIC AIR VENT
—-—| COLD WATER (CW) —lll— | EXPANSION JOINT
—--— HOT WATER —=—— | DIRECTION OF PIPE PITCH DOWN
—-=--140-| HOT WATER 140F ———— | DIRECTION OF FLUID FLOW
——-——1 HOT WATER CIRCULATING —™2 | THERMOMETER WELL
—15O | CLEAN OUTS WALL / FLOOR = | THERMOMETER
—w | WALL HYDRANT O PRESSURE GAGE
—| HosE BB ——— | PRESSURE GAGE TAPPING
————— WASTE BELOW FLOOR SLAB (SS) G0l | FLOOR DRAIN / AREA DRAIN / ROOF DRAIN
——>—| PIPE ANCHOR BOTTOM OF PIPE MARKER
—+——| FIRE PIPING S POINT OF CONNECTION, NEW TO EXISTING
————| GAS PIPING
we WATER CLOSET
LAV LAVATORY
TYP TYPICAL
EWC ELECTRIC WATER COOLER
WH WALL HYDRANT
HB HOSE BIBB

PSA CONSULTING ENGINEERS,

3031 N.W. 64TH STREET SUITE 101
OKLAHOMA CITY, OKLAHOMA 73116
(405) 840-1901 FAX (405) 840-1916

COA # 390 - RENEWAL DATE 6/30/2019

INGC.

the.stacy.group

architecture. interiors

8091 N. Owasso Expressway
Owasso, Oklahoma 74055
phone: 918.272.2622

fax: 918.272.2633

Copyright © the.stacy.group
. __________________________________________________________________________________|

MORROW
ELEMENTARY

OWASSO PUBLIC
SCHOOLS

OWASSO, OK
20 1 8 PROJECT

. i

o

KEY PLAN

ADDENDUM #3 APRIL 27, 2012

REVISIONS

03.06.18

ISSUE DATE

1507 | PROJECT NO
NES DRAWN BY
1] CHK'D BY

PLUMBING
DETAILS 17
SCHEDULES

P400

SHEET TITLE

These drawings are subject to copyright protection as an "architectural work"
under Section 102 of the Copyright Act, 17 U.S.C., as amended on December
1, 1990. The work includes the overall form as well as the arrangement and
composition of spaces and elements in the design. These documents are not to
be reproduced without the written concent of the.stacy.group.






