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GENERAL DEMOLITION NOTES

1. ALL CONCRETE AND ASPHALT NOTED FOR REMOVAL SHALL BE SAW CUT FULL DEPTH AND
REMOVED OFF SITE.

2. CONTRACTOR SHALL PROTECT ALL SURVEY CONTROL POINTS.
3. CONTRACTOR SHALL REMOVE ALL WASTE MATERIALS OFF SITE.

4. ALL EXISTING STRUCTURES, UNLESS OTHERWISE NOTED TO REMAIN, FENCING, TREES,
ETC., WITHIN CONSTRUCTION AREA SHALL BE REMOVED & DISPOSED OF OFF SITE. ALL COST
SHALL BE INCLUDED IN BASE BID.

5. WITH PRIOR APPROVAL, CONTRACTOR MAY ESTABLISH AN ON-SITE STAGING AREA.
CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING STAGING AREA TO ITS ORIGINAL
CONDITION. SECURITY OF STAGING AREA SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR.

6. ON-SITE VEGETATION SHALL BE PROTECTED AS NOTED. IN DESIGNATED PROTECTION
AREAS WHERE THE CONTRACTOR DOES NOT PROTECT VEGETATION AS NOTED, CONTRACTOR
SHALL RESTORE VEGETATION TO EXISTING CONDITION AT NO ADDITIONAL EXPENSE TO THE
OWNER, TO THE SATISFACTION OF THE ARCHITECT.

7. REMOVE BUILDING IN ITS ENTIRETY INCLUDING, BUT NOT LIMITED TO, FOOTINGS, UTILITIES,
AND ALL BUILDING APPURTENANCES. COORDINATE WITH UTILITIES PROVIDER TO ENSURE ALL
UTILITIES ARE SHUT OFF AND CAPPED PRIOR TO DEMOLITION. SERVICE LINES SHALL BE
REMOVED AND CAPPED BACK TO MAIN UTILITY LINE, U.N.O.

8. CONTRACTOR SHALL PROTECT ALL ABOVE GROUND UTILITY FEATURES NOT BEING
REMOVED INCLUDING, BUT NOT LIMITED TO, MANHOLES, VALVES, AND INLETS. IF ANY
EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING CONSTRUCTION, IT SHALL BE THE
CONTRACTOR'S RESPONSIBILITY TO REPAIR OR REPLACE THE EXISTING STRUCTURE AS
NECESSARY.

9. SIX (6) FOOT CHAINLINK CONSTRUCTION FENCE SHALL BE MAINTAINED AND SECURED
AROUND PERIMETER OF CONSTRUCTION SITE FOR DURATION OF PROJECT.

10.TOPSOIL STOCKPILES AND DISTURBED PORTIONS OF THE SITE, WHERE CONSTRUCTION
ACTIVITY TEMPORARILY CEASES FOR AT LEAST 14 DAYS SHALL BE STABILIZED IMMEDIATELY
WITH TEMPORARY SEED AND MULCH PER SPECIFICATIONS ON THE GENERAL NOTES AND
STORMWATER POLLUTION PREVENTION PLAN.

11.PRIOR TO UTILITY DEMOLITION COORDINATE WITH AUTHORITY HAVING JURISDICTION.
12.CONTRACTOR IS RESPONSIBLE FOR ALL TRAFFIC CONTROL DURING CONSTRUCTION
INCLUDING, BUT NOT LIMITED TO, LANE CLOSURES, DETOURS, ETC. BOTH VEHICULAR AND

PEDESTRIAN.

13.UTILITIES BEING REMOVED OR RELOCATED SHALL BE ISOLATED AND SERVICE
DISCONNECTED PRIOR TO ANY DEMOLITION.

14.NO UTILITY INTERRUPTIONS WILL BE ALLOWED WITHOUT CONSENT OF THE OWNER.
CONTRACTOR SHALL NOTIFY THE OWNER AND ARCHITECT A MINIMUM OF FOUR WORKING
DAYS PRIOR TO THE REQUESTED SHUT DOWN.

15.CONTRACTOR SHALL PROVIDE TEMPORARY UTILITY SERVICE IF REQUIRED.

16.CONTRACTOR SHALL ENSURE CONSTRUCTION SITE HAS POSITIVE DRAINAGE THROUGHOUT
THE DURATION OF CONSTRUCTION.
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GENERAL SITE NOTES

1. ALL WORK AND MATERIALS SHALL COMPLY WITH ALL MUNICIPAL
REGULATIONS AND CODES, WHICHEVER IS MORE STRINGENT.

2. ALL WORK AND MATERIALS SHALL COMPLY WITH O.S.H.A. STANDARDS.

3. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RELOCATIONS, INCLUDING
BUT NOT LIMITED TO, ALL UTILITIES, STORM DRAINAGE, SIGNS, TRAFFIC SIGNALS
& POLES, ETC. AS REQUIRED. ALL WORK SHALL BE IN ACCORDANCE WITH
GOVERNING AUTHORITIES SPECIFICATIONS AND SHALL BE APPROVED BY SUCH.
ALL COST SHALL BE INCLUDED IN BASE BID.

4. ALL DIMENSIONS AND COORDINATES ARE FROM BACK OF CURB UNLESS
SHOWN OTHERWISE.
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GENERAL GRADING NOTES

1. SITE GRADING SHALL NOT PROCEED UNTIL EROSION CONTROL MEASURES
HAVE BEEN INSTALLED & INSPECTED AND APPROVED BY LOCAL AUTHORITIES.

2. ALL CUT OR FILL SLOPES SHALL BE 3:1 OR FLATTER UNLESS OTHERWISE
NOTED.

3. EXISTING DRAINAGE STRUCTURES TO BE INSPECTED AND REPAIRED AS
NEEDED, AND EXISTING PIPES ARE TO BE CLEANED OUT TO REMOVE ALL SILT
AND DEBRIS.

4. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING
CONSTRUCTION IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO REPAIR OR
REPLACE THE EXISTING STRUCTURE AS NECESSARY.

5. ALL STORM PIPE ENTERING STRUCTURES SHALL BE GROUTED TO ASSURE
CONNECTION AT STRUCTURE IS WATER TIGHT.

6. CONTRACTOR SHALL ASSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS
AND STRUCTURES FOR ALL GRASSED AND PAVED AREAS.

7. CONSTRUCTION SHALL COMPLY WITH ALL APPLICABLE GOVERNING CODES
AND BE CONSTRUCTED TO THE SAME.

8. CONTRACTOR IS RESPONSIBLE FOR TEMPORARY ACCESS ROADS AND SHALL
MAINTAIN POSITIVE DRAINAGE OF ENTIRE SITE THROUGHOUT CONSTRUCTION
AND AVOID PONDING OR RUTTING. TEMPORARY DEWATERING, INCLUDING
PUMPING, MAY BE REQUIRED AND SHALL BE INCLUDED IN THE SCOPE OF WORK.

9. SIDEWALKS SHALL HAVE MAX 2% CROSS SLOPE.
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GENERAL UTILITY NOTES:

1. PRIOR TO CONSTRUCTION, LOCATION OF SITE UTILITIES SHALL BE VERIFIED BY CONTRACTOR WITH THE
PROPER UTILITY COMPANY PROVIDING SERVICE.

2. CONTRACTOR SHALL NOTIFY THE UTILITY AUTHORITIES' INSPECTORS BEFORE CONNECTING TO ANY EXISTING
LINE IN ACCORDANCE WITH LOCAL REQUIREMENTS.

3. RESTRAINED JOINTS SHALL BE PROVIDED ON 4" AND LARGER WATER LINES AT ALL BENDS TEES AND FIRE
HYDRANTS FOR A MINIMUM 2 JOINTS BOTH SIDES OF FITTING PER AWWA MINIMUM STANDARDS.

4. TERMINATE SERVICE PIPING 5' FROM BUILDING WALL UNTIL BUILDING PIPING SYSTEMS ARE INSTALLED.
TERMINATE PIPING WITH VALVE AND CAP PLUG OR FLANGE AS REQUIRED FOR PIPING MATERIAL. MAKE
CONNECTIONS TO BUILDING PIPING SYSTEMS WHEN THOSE SYSTEMS ARE INSTALLED.

5. ALL TRENCHING, PIPE LAYING AND BACKFILLING SHALL BE IN ACCORDANCE WITH FEDERAL OSHA REGULATIONS.
6. REFER TO PLUMBING AND/OR FIRE PROTECTION SHEETS FOR FIRE LINE LEAD-IN LOCATION AND DETAIL.

7. ALL PIPING SHALL BE INSTALLED WITH A MINIMUM OF 30" OF COVER, UNLESS NOTED OTHERWISE.

8. CONTRACTOR IS RESPONSIBLE FOR COMPLYING WITH THE SPECIFICATIONS OF THE LOCAL AUTHORITIES
REGARDING TO MATERIALS AND INSTALLATION OF THE WATER AND SEWER LINES.

9. CONTRACTOR IS TO COORDINATE WITH ALL UTILITY COMPANIES FOR INSTALLATION REQUIREMENTS AND
SPECIFICATIONS.

10.CONTRACTOR SHALL UTILIZE AWWA AND FACTORY MUTUAL TEST AND CERTIFICATIONS FOR ALL
UNDERGROUND FIRE PROTECTION LINES AS A MINIMUM. LOCAL OR STATE AUTHORITIES MAY REQUIRE MORE
STRINGENT TESTING WHICH SHALL BE PROVIDED BY THE GC IF REQUIRED.

11.UTILITY TRENCH DETAIL RE: 13/C700.
12.REFER TO PLUMB FOR CONTINUATION OF UTILITIES AT BUILDING.

13.PROVIDE SLEEVE WITH LINK-SEAL (OR APPROVED EQUAL) AT GRADE BEAM PENETRATION LOCATIONS (RE:
STRUCTURAL FOR DETAIL).

14.CONSTRUCT CLAY TRENCH PLUG THAT EXTENDS AT LEAST 5 FEET OUT FROM THE FACE OF THE BUILDING
EXTERIOR. THE PLUG MATERIAL SHALL CONSIST OF CLAY COMPACTED AT A WATER CONTENT AT OR ABOVE THE
SOILS OPTIMUM WATER CONTENT. THE CLAY FILL SHALL BE PLACED TO COMPLETELY SURROUND THE UTILITY
LINE AND BE COMPACTED TO AT LEAST 95% STANDARD PROCTOR DENSITY.

15. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING CONSTRUCTION IT SHALL BE THE
CONTRACTORS RESPONSIBILITY TO REPAIR OR REPLACE THE EXISTING STRUCTURE AS NECESSARY.

16. ALL STORM PIPE ENTERING STRUCTURES SHALL BE GROUTED TO ASSURE CONNECTION AT STRUCTURE IS
WATER TIGHT.

CAUTION
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THE CONTRACTOR IS SPECIFICALLY CAUTIONED
THE LOCATION AND ELEVATION OF EXISTING
UTILITIES AS SHOWN ON THESE PLANS ARE BASED
ON RECORDS OF THE VARIOUS UTILITY COMPANIES
AND MEASUREMENTS TAKEN IN THE FIELD.

THE INFORMATION IS NOT TO BE RELIED ON AS
BEING EXACT OR COMPLETE. THE CONTRACTOR
MUST CALL THE LOCAL UTILITY LOCATION CENTER
AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
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